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Kit Contents    

         

 

                                  

 

 

 

 

Tools Needed: 

- Exhaust Spring Puller 
- Screwdriver Phillips and Flat 
- T40 Socket or Wrench 
- T25 Socket or Wrench 
- 3/16” Allen Wrench 
- 10mm Wrench and Socket 
- 17mm Wrench 
- 14mm Wrench 
- Pliers 
- Side Cut Pliers 
- Primary Clutch Puller (optional) 
- 3/16” Drill Bit  
- Heat Gun or Torch 
- Small Pry Bar 
- Rivet Gun 
- Syringe  



     

  

 

 

Step 1:  

Remove hood and side panels to gain access to 
the engine compartment. 

 

 

Step 2: 

Unplug the factory MAP sensor, coils, and two 
ECU connections.  Then remove the factory air 
plenum by removing the two T40 screws in the 
top and the two push rivets on the intake 
adapter. Remove the ECU from the plemun 
using a 10mm socket. 

 

 



     

 

  

Step 5: 

Remove factory intake components and 
airbox. Loosen the ring clamps on throttle 
bodies to remove airbox.  

Step 3: 

Remove Secondary and/or Primary 
Clutch (if you have a clutch puller) 

Step 4: 

Remove the two M10 Nuts that hold the oil 
tank in place. Move the oil tank into this 
position to help gain easy access to the 
airbox.  You can rest the tank assembly on the 
jackshaft. 

  



     

  

Step 6: 

Unplug the exhaust temperature sensor on 
the factory silencer and remove the silencer 
by taking the springs off. Remove the exhaust 
temperature sensor using a 17mm wrench 
and mounting springs and set aside for future 
steps. 

 

 

Step 7: 

Remove the factory coolant lines between 
the coolant bottle and mag side throttle 
body. TIP: IF you want to save the coolant for 
future use clamp off the line from the clutch 
side throttle body to the head coolant 
bypass.  It helps to remove the line from the 
throttle body side first and drain it into a 
clean container for when it is time to refill 
the coolant.  

 

 

 



     

 

 

Step 8:  

Remove the coolant line going from the 
clutch side throttle body to the head bypass. 
If you want to save the coolant remove the 
throttle body side of the line first. 

 

Step 9: 

Remove factory pipe and install high temp 
gasket maker on pipe and exhaust doughnut. 
Then reinstall pipe using factory spring and 
supplied extra springs to double up on each 
tab.  

 

 

 



     

 

Step 10:  

Remove the wire “keepers” from the throttle 
bodies. Install the throttle body adapters 
supplied with the kit.  

 

 

 

 

 

Step 11:  

Find the throttle body adapters (Component 
“F”) of the kit and remove the button head 
screws from the adapters using a 3/16” Allen 
Wrench and slide onto the throttle bodies 
lining up the slot with the tab that had the 
“keepers” removed during the last step. 
Install the button head screws back onto the 
throttle bodies.  

 



     

 

Step 12:  

Tighten the clamps on the silicon tubes 
attached to the supplied airbox (Component 
“A”) . Install the airbox onto the throttle body 
adapters and tighten the clamps.  It may help 
to add a little 2-stroke oil to help the tubes 
slide over the clamps. 

 

  

 

Step 13:  

Install the silicone charge tube (Component 
“B”) onto the airbox. Plug in the MAP sensor 
connection and leave the clamp on the airbox 
lose for now. 

 

 



     

 

Step 14:  

Locate the factory exhaust sensor that was 
removed from the silencer and install onto 
the turbocharger silencer using anti-seize on 
the thread. Install the turbocharger assembly 
onto the snowmobile. Use the same 
mounting locations as the factory silence to 
line up the assembly. Install the springs from 
the turbocharger to chassis. 

 

  

   

Step 13:  

Make sure all of the coolant fittings are tight 
on the turbocharger assembly using a 14mm 
wrench and install the turbocharger assembly 
onto the snowmobile and attach the silicone 
charge tube on the compressor housing. 
Once the turbocharger assembly is into place 
make sure the charge tube is not rubbing on 
any components and once all interferences 
are clear tighten the circular clamps on the 
silicon charge tube at both ends. 

 

 



     

 

Step 14: 

Route the coolant line on outward side of the 
turbo around the back of the turbo to the 
factory coolant bottle.  

 

Route the coolant line on the inward side of 
the turbo to the engine head bypass. 

 

 

Re-Mount the oil tank in its correct position 
using the 10mm nuts and socket. 

 

Step 15: 

Tip the snowmobile onto its side to gain 
access the bottom bulkhead plate. Using a 
3/16” drill bit remove the rivets from the 
bulkhead plate. 

 

 

  



     

 

Step 16: 

Using a heat gun or propane torch heat up 
the perimeter of the bulkhead plate to soften 
the factory adhesive that holds the plate on. 
Once warm using a large flat screwdriver or 
small pry bar start in one corner and work 
around the perimeter to remove the plate. 

 

 

   

Step 17: 

Using a side-cut pliers remove the two 
factory clamps holding the oil lines in place. 
NOTE: prime both oil lines with a small 
syringe before attaching the oil lines. Make 
sure you push out any air bubbles that may 
have been created in the engine oil lines. Use 
supplied line clamps when installing lines to 
the oil pump. Install the turbo oil supply line 
(Component “H”) onto the pump port 
highlighted as location “3” below.  

 Install the “tee” line (Component “G”) that 
came with the kit onto location “1” below.  

 

 

 



     

 

Step 18: 

Prime the turbocharger with 5 mL of oil then 
feed the turbo oil supply line up towards the 
top of the snowmobile and attach to 
turbocharger.  Tighten fitting using a 14mm 
wrench. 

 

     

 

   

 

Step 19: 

Using supplied rivets reattached the 
bulkhead plate to the bottom of the 
snowmobile. 

 

 

 



     

 

Step 20:  

Install the (2) springs on each of the 
turbocharger to pipe connection points.   

 

 

 

Step 21: 

Check for interference between your pull 
cord and exhaust. If there is interference 
remove the pully pictured below.  Chances of 
melting a pull cord are reduced if the pulley is 
removed.  

 

 

 



     

 

Step 22: 

Locate the supplied coil mounting bracket 
(Component “E”) and install the coils (located 
on factory airbox) onto the mounting 
bracket.  

 

 

 

Step 23: 

Locate factory airbox plenum and loosen the 
T25 screws too allow the airbox intake vents 
to be removed and remove the filter screen 
and filter backer from the intake and re-
install intake plenum onto snowmobile. 

 

 



     

 

Step 24: 

Install Factory ECU and Coil assembly onto 
the factory air plenum and re-install the 
plenum assembly on the snowmobile.   

 

 

 

Step 25: 

Install the supplied silicone intake elbow 
(Component “D”) onto the compressor 
housing of the turbocharger assembly, then 
install the intake adapter (Component “C”) 
onto the factory air plenum. Tighten down all 
circular clamp connections.   

  

 



     

 

Step 26: 

Make sure all sensors and coils are plugged 
in.  

These include: 

-MAP Sensor 

-(2) Exhaust Temperature Sensor  

-(2) Coils 

-(2) ECU connections. 

 

Step 27: 

Refill the system with coolant. The Polaris 
850 cooling system is a self-bleeding system. 
Once you fill the system check the level again 
once the sled is running and refill as needed.  

 

Step 28:  

Install the supplied clutching components. 

 

 



     

 

 

Step 29: 

Reinstall side panels, hood and any other components and ENJOY YOUR BOOST! 
 

 


