
Native HotEnd Mounting Guide
the MUTANT Mobile Plate was designed with an array of slots and holes to best accomodate 
many hotends and direct drives natively. This guide will help you to find planned locations for 

mounting, and we are sure there are many other options available.
We also have an extensive and growing list of custom designed hotend and tool mounts available 

that can be found on our support page: https://whambamsystems.com/mutant-support
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For Standard MK8 Style HotEnds:  D 
Slice Engineering:      B, C, G, L 
Bondtech:        A, B, C 
E3D and E3D Style HotEnds:   A, G, H, I , J, K   
E3D Hermera:       I, J, K
Micro Swiss:       D
Creality:        D, N, O 
BigTreeTech:       E, P
Dyze Designs:       F
Phaetus:        G, D
BIQU H2:        P



�ts Bondtech BMG, BMG with E3D V6, BMG with E3D V6 Volcano, or V6 clones,
for Roller Bearings,  may move mounts up two rows for Linear Rail on X Gantry 

*  requires a 4 mm spacer depending on hotend used

A



�ts Bondtech LGX with Slice Engineering Mosquito,
Bondtech LGX with Heat Sink for Flexible Filaments  Left Mounted,

for Roller Bearings, may move mounts up two rows for Linear Rail on X Gantry  

B



�ts Bondtech LGX with Slice Engineering Mosquito,
Bondtech LGX with Heat Sink for Flexible Filaments  Right Mounted

for Roller Bearings, may move mounts up two rows for Linear Rail on X Gantry  

C



�ts MK8 Hot Ends, Micro Swiss, Phaetus Dragon�y BMS, and most Creality hotends 
including; CR-10, CR-10S, CR-10 S4, CR-10S5, CR-20, Ender 3, Ender 3 Pro, Ender 3

for Roller Bearings, may move mounts up one row for Linear Rail on X Gantry  
*  requires a 4-6 mm spacer included in kit 

D



�ts BigTreeTech Multi Material 2 IN 1 OUT Hotend
for Roller Bearings, may move mounts up one row for Linear Rail on X Gantry 

*  requires a 2-4 mm spacer 
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�ts Dyze Designs DyzeXtruder and DyzeXtruder Pro
for Roller Bearings, may move mounts up one row for Linear Rail on X Gantry

F



�ts E3D V6 and V6 clones, Slice Engineering Copperhead,
Phaetus Dragon and Dragnon�y BMO, 

for Roller Bearings, may move mounts up one row for Linear Rail on X Gantry 
*  requires collar mount adapter
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�ts E3D Titan V6 and V6 Volcano,
Bowden use requires collar mount adapter, for Roller Bearings 

may move mounts up one row for Linear Rail on X Gantry
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�ts E3D Hemera  Option 1

I



�ts E3D Hemera Option 2

J



�ts E3D Hemera Option 3
for use with Linear Rail on X Gantry
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�ts Slice Engineering Mosquito
for Roller Bearings, may move mounts up one row for Linear Rail on X Gantry

L



�ts Metaform Pico Hybrid for 
may move mounts up one row for use with Linear Rail on X Gantry 

* requires collar mount adapter

M



�ts Creality CR-10 Original Black Metal Shroud
* hotend requires included 6mm spacer 
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�ts Creality CR-10 S Pro, and S Pro V2 Black Metal Shroud with ABL Mounts
* hotend requires included 6mm spacer 
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�ts Bigtreetech BIQU H2 Direct Drive
may move mounts up one row for use with Linear Rail on X Gantry
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