
Integrated Power

Features

• Offices

• Retail Centres

• Aged Care Facilities

• Hospitality

Applications

The EM Series Emergency LED Spitfire is a 
highperformance, energy efficient luminaire 
with a discrete,compact profile. Ideal for 
applications such as officespaces, correctional 
facilities, fire passages, retailcentres, aged care 
and hospitality.

SPACING TABLE AND MOUNTING HEIGHTS-AS/NZS 2293.1:2018(MINIMUM LIGHT LEVEL OF 0.2LUX)
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EM SERIES EMERGENCY LED SPITFIRE - 3W

Date : 4-10-2022

• Compact profile
• Recessed fitting
• Manual test switch
• Charge indicator
• Open area & corridor lens included
• 2 Cut out size options
• D63 Emergency classification
• 1.5m flex and plug



1300 551 942 
salesa) integrated power. net.au 

* For full warranty terms and conditions visit www.integratedpower.net.au 
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Standard Specifications Options List

Models List

Accessories IES Files

IES EM3WH5KN02 3W

Date : 4-10-2022

• Rated Input Power: 3W
• Duration: >2hrs
• Lumen Output: 280lm
• Colour Temp: 5000K
• LiFePO4 Battery
• IP Rating: IP20
• D63 Rated to AS2293
• Cutout 42-50mm / 80-135mm (with adaptor)
• Dimensions: 55mm OD / 140mm OD (with adaptor)

Standard Model                           EM3WH5KN02 Stock item
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Surface Mount Box	EM3WHSM01

https://cdn.shopify.com/s/files/1/0016/7310/1406/files/IES_EM3WH5KN02_D63_Emergency_Spitfire.IES?v=1659578718

