Description:HK-1800EA

TOUCH FREE

Just put hands below the SPOUT .
within 10-15 cm.

->Within 0.6 second. DRYER power on

automatically.

->Power off automatically as soon as hands

removed.

(For safety, the power will be cut off

automatically in case of irregular use over 120

seconds.)

PERFORMANCE:Approximately 28-second drying time (For BRUSHLESSMOTOR).
POWER. CONSUMPTION: 1800 Watts (for BRUSHLESS MOTOR).

SOUND LEVEL : 64 * 3 db (for BRUSHLESS MOTOR).

WEIGHT: 5.4 kgs (11.9lbs) unpacked : 5.7 kgs (12.56lbs) packed.

Specifications and Dimensions

HK-1800EA 120Vac 2.4kw 20A 284mm 220mm 170mm
230/240Vac 2.2/2.4kw 10/9.6A (11 1/2") (10" (8 5/16")
BRUSHLESS MOTOR
HEATER ASSEMEBLY 100 W
1700 W Designed wath 105°C thermostat,

Designed with 70°C thermostat.
Designed with 141°C chermal cur off.

3450 r.p.m. (for 60 Hz )
2850 r.p.m. (for 50 Hz)

Dg ®
TIMER CONTROLLER

= Adjustable timer controller
range from 28 to 55 seconds
for FUSH-BUTTON DRYER.
* Drelay on 0.6 seconds, delay off
2 seconds for AUTOMATIC DRYER
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SBNSOR ASSEMBLY

* Designed wath 100% of moisture proof
* Adjpustable sensitive distance of SENSOR from 10 to 30 cm

* Nothing is allowed within 30 cm from SENSOR ASSEMBLY.

SECURITY KEY
(Vandal Resistant) CASING
Painted cast aluminum.
e — — W248 x H220 x D170 mm
OUTLET/SPOUT

= l ) \ Adjustablc for Hand or Hair.

[— PUSH BUTTON

E—

I—WIND MEASURE: 274 m'/h

Within 15¢m
:[ ggg L WIND VELOCITY: 15 5 misec

Minor specifications subject to change without notice.
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