
Assembly instructions for the Quickpick 

 

Gloves and protective eyewear should be used during assembly. 

1) Carefully cut open the packaging. 
2) You will find 62 wires of 37 inches (Two spare) and one centre tensioning wire of 14 inches, 

two Roll-in discs one metal bale and a small wire opening tool. 
3) Find the centre tensioning 14-inch wire and place aside from the 62 longer wires  
4) Place one of the Roll-in discs onto a flat surface with the metal side up as shown

 
5) Place the first wire into one of the slots and push firmly in place it will make a click sound as 

it seats in position.  

 

6) Continue to load all the wires into the disc until you have all 60 wires in place on the first 
disc 

 



7) Push the smaller 14-inch centre tensioning bar into one of the 4 slots in the Roll-in disc and 
push firmly into the slot. You may need a pair of grips/plyers to aid the locating of the centre 
tensioning bar. 

 

8) Check all 60 wires and the tensioning bar wire are firmly and correctly in place. If any wires 
have been misplaced or crossed over, use the wire opening tool to correct any errors. See 
how to use wire opening tool at the end of this document. 

9) Place the second Roll-in disc metal side facing downwards onto the centre tensioning bar 
and push the hook end of the centre tensioning bar into one of the slots in the centre 
section of the Roll-in disc. It may be beneficial to use a pair of grips/plyers to help squeeze 
the hook end of the centre tensioning bar into the hole.   

   

10) Load the wires into the second roll-in disk in the same fashion as the first disk. Systematically 
place wires into the slots one next to the other as shown.   

  

11) Continue loading wires until the cage is complete.  



 

 
 
12) Locate the metal bale over the now complete quick pic cage as shown.  

Place the one end of the bale into one of the holes in the Roll-in disc  

 

squeezing the two sides of the cage together enabling the location of the free end of the bale to slot 
into the hole on the second Roll-in disc. Caution should be exercised to avoid trapping fingers.  

The cage construction is now complete as shown.  

 

A wooden handle needs to be pushed into the receiver part of the bale and secured with a screw. 
Ideally the handle should have a diameter of 1 inch (25 mm) It may require pairing down to allow it 
to fit tightly into the receiver before securing with a screw.   



How to use the wire opener 

If at any point a wire requires changing/renewing or relocating the wire opening tool (large pin) 
should be placed into the hole corresponding with the wire to be removed. The small holes are 
located at the back of each wire. By simply pushing the pin head into the hole and then pulling the 
selected wire upwards and outwards that end of the wire will come free from its mounting. If the 
wire requires complete removal, simply release the same wire from the other Roll-in disc at its 
opposite end.  

 


