


WARNINGS.

Plastic bags can be dangerous please keep away from children. 
Please dispose of properly.

Caution when looking at LED lighting. Please take precautions 
and avoid looking directly at LED panels. Consider protective 
eyewear.

Warning! Take care and use caution when handling electrical Warning! Take care and use caution when handling electrical 
products. 

Do not handle LED panels when switched on or plugged in. 

Do not adjust wiring when plugged into mains electricity.

Do not put into direct contact with water.

These products are intended for indoor use only.

Our products are tested and suitable for humid and acidic Our products are tested and suitable for humid and acidic 
environments.

Metal heat sinks can have sharp edges, please handle with care.

Compliance.

Invisible Sun LED manufacture products in accordance with EU 
regulations, we are CE certified, conform to EMC testing and Low 
Voltage Directive. 
Contact us for our declaration of conformity. Contact us for our declaration of conformity. 
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PLEASE READ BEFORE USE.

Be careful whilst hanging your light as physical damage is not 
covered by warranty.

Make sure your hanging kit is securely attached to your light 
before switching on.

Please check your dimmer to ensure it is set correctly. Dimmers Please check your dimmer to ensure it is set correctly. Dimmers 
are usually located at the top or bottom of your driver. 

Please remove the rubber stopper and adjust gently with a cross 
head screwdriver, clockwise to brighten and anti clockwise for 
dimming. (External dimmers are adjusted by turning the dial left 
or right). 

Please ensure to set your hanging height in accordance with Please ensure to set your hanging height in accordance with 
instructions . (See page 7 ).

Do not look directly at LED panels when switched on. LED panels 
emit powerful light and can cause damage to eyes. If possible 
wear good quality sunglasses. 

Do not touch LED’s

3



MAINTENANCE AND CLEANING CARE. 

For cleaning use Isopropyl wipes and wipe across the fixture 
gently, do not use any other solvents to clean, this can damage 
the board. Allow any residual alcohol to evaporate from the light 
before use.  
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WARRANTY AND RETURNS POLICY. 

Invisible Sun LED gives a 3 year warranty on all Invisible Sun LED 
branded PCB and light fixtures. Individual parts from other 
manufacturers are subject to their own warranty coverage.. 

Invisible Sun LED offers a 30 day return policy. If you are not Invisible Sun LED offers a 30 day return policy. If you are not 
completely satisfied with your product please return it to us for a 
full refund, this is subject to the condition of the product. This 
does not cover accidental damage. We reserve the right to decline 
this service. 

Product Warranties

Invisible Sun LED - 3 year warranty (unless otherwise stated)
Meanwell - 5 year and 7 year warranty offered via meanwell. Meanwell - 5 year and 7 year warranty offered via meanwell. 

In the unlikely event the product develops a fault, please contact 
Invisible Sun LED UK Ltd to check your cover and arrange repair 
or replacement.

Life Span

Our LED panels are designed to provide over 50,000 hours of 
continuous use. This is just under 6 years of continuous 24/7 use.
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SERVICE & SUPPORT. 

Invisible Sun LED offers technical support on all of our products 
and more, if you have a problem or technical issue, please contact 
us by one of the below forms of contact. 

Online technical support
Enquiry@invisiblesunled.co.uk

Online technical support is available during the lifetime of your Online technical support is available during the lifetime of your 
product at:
www.invisiblesunled.com

Telephone support is provided Monday-Friday during the hours 
of 9AM-5PM on 0151 647 3002. Before contacting a support agent, 
please have your order number available so that we can assist you 
as efficiently as possible.
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HANGING HEIGHTS.

Hanging heights for Invisible Sun LED  ISH150 , ISH265 and 
ISH530.

Seedlings 

Dim light to lowest setting and set to 30in/76cm from the canopy. 

Vegetative 

Dim to half power and set light to 30in/76cm from the canopy. Dim to half power and set light to 30in/76cm from the canopy. 

Flowering

Set light to full power and set between 20-24in/51-61cm from the 
canopy. 

Hanging distance is subjective. Some plants need slight variation 
depending on their tolerance to intense light. If bleaching occurs 
either dim the light or increase light distance from canopy.
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