GLOBE VALVE
CARBON STEEL / STAINLESS STEEL
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SPECIFICATION

Designed and Manufactured ~ APIBD BW End Dimension ASME B16.25

Face To Face Dimension ASME 16.10 Test and Inspection AP 598

Pressure Rating Class 150, 300, 600, 800, 1500 and 2500 Pressure - Temperature Rating  ASME B16.34

Flange End Dimension ASMEB165

MATERIAL

. i Standard High Temperature Service Temperatore Service| Carrosion Service
1 Body A216-WCB AZ17-WC1 A217-WCB A217-WC9 A217-C5 A352-1CB A351-CF8M
2  Bonnet AZ16-WCB A217-WC1 A217-WCB A217-WC9 A217-C5 A352-LCB A351-CF8M
3 b A217-CA15 A217-WC1 A217-WC8 A217-WCH A217-C5 A352-LCB A351-CFBM
4  Body SeatRing | A105<HARD FACE | A105+HARDFACE | A105+HARD FACE | A105-HARD FACE | AtoS+HARD FACE | A1B2-F304 A182-F316
5 Stem A276-410 AZ76-410 AZ76-410 A276-410 A276-410 AZ76-304 AZ276-316
6 Disc Gland A276-410 A276-410 AZ76-410 A276-410 AZ276-410 AZ76-304 A276-316
7 Bonnet Bush A278-410 AZ76-410 AZ76-410 A276-410 AZ76-410 A276-F304 AZ76-F316
8  Packing Gland A276-410 AZ76-410 AZ76-410 A276-410 A276-410 AZ76-304 A276-316
9 Gland Flange A105 A105 A105 A105 A105 A105 A351-CF8/A240-304
10 Yoke Bush A435-D2 A433-D2 A439-D2 A439-D2 A433-D2 A439-D2 A439-D2
11 Bonnet Bolt A183-B7 A193-B7 A193-B7 A193-B16 A193-B16 A320-L7 A193-B8
12 Bonnet Nut A194-2H A194-2H A194-2H A194-4 A194-4 A194-4 A194-8
13 Gland Bolt A307 B A307 B A3078B A307 B A307 B A307 B A193-B8
14 Gland Nut A307 B A307 B A307 B A307 B A307 B A307 B A194-8
15 Hinge Pin A276-410 AZ276-410 A276-410 A276-410 AZ76-410 A276-304 AZ76-304

*Note : In case of 12" and larger size, We' Il use trim material overlayed one on the same or equivalent material of the body.

*Specification given are subject to changed without further notice.




CLASS 150 *(N/AforL2)

Valve Size |2 7 g 3 T
ive Size | 150 65 B0 100 125 i
l1&l3 |nch| 80 g5 95 | 115 | 140 | 1

5 3 10 2 12 16 8 70 74
50 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600
50 | 195 | 245 | 275 | 310 | 360 | 385 | 285 | 510
06

mm 203 216 24 292 35¢ 4 495 622 639 787 914 978 5978 1295 |

H inch 108 11.4 125 137 gi-* 173 220 264 291 b4.7 626 117 B80.7 906 |
| mm 275 290 320 50 400 440 560 670 740 350 h3l 1820 2050 2300
w inch 17 77 B85 4 11.0 118 40 15.7 7.7 770 720 24 216 776
: mm 195 195 215 240 280 300 355 400 450 b6l 5560 510 100 700
L inch - - - - - - = - - 63 163 7.0 170 17.0
mm - - - 414 437 437 437

= ~ : > F = 414
Weight | L | 3 | 50 [ 778 | 1169 | 1637 | 7095 | 4101 | G745 | 6048 | 1o648 [ TB0BT | 2153 | 77127 | 34728
& Kg |21 77 3 53 74 95 186 | 238 | 365 | 619 | B20 | 977 | 1730 [ 1575

CLASS 300

R ety | 7 7% 3 ] 5 3 g 0 12 4 16 18 70 24 32
Valve Size - —p &5 B0 T00 | 125 | 150 | 700 | 750 | 300 | 350 | 400 | 450 | 500 | 600 | 800

L1813 | nch [ 10516 (175 | 140 | 7675 | 175 720 | 245 0| 30 | 34 | 385 | %0 55 | 8275 |

mm | 26/ | 292 | 318 | 356 | 400 | 445 522 71 838 | 864 594
inch | 11.12 | 1212 | 13.12 | 1462 | 16.38 | 18.12 | 2262 | 2512 | 2862 | 336 | 346 | 3917 | 40./5 | 5388 | 634
mm | 283 | 308 3 371 416 | 460 | 5/5 | 638 | 72/ | 854 | 879 | 994 | 1035 | 1369 | 1610
inch | 144 | 157 | 16. 189 | 266 | 7276 | 235 15

[Tmm | 365 | 400 | 410 480 | 6/6 | 700 | 750 0 ;

{inch |77 85 34 106 | 124 | 180 [ 157 | 170 | 197 | 722
mm | 195 | 215 | 240 | 770 | 315 | 355 | 400 | 450

316 | 547
955

L2

H

w 800

L | inch = £ = 207

BT : TR ' 579 ST (760
= B1.7 | 860 [ 997 | 1896 | 2536 | 3308 | 6218 | 8097 | 10452 | 19073 | 26791 [ 30142 | 35721 | 5153, v

Weight Kg 28 39 45 Bb 115 Isu[] 280 | 367 474 % 1147 | 1367 | 1620 | 2340 | 3340
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