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Folding hook 

LOGO LED light

Tail light
(Braking/Turning
/Warning light)

Battery
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1)  Productun folding

1. Raise the handle post(Steering tube) 2. Locking the folding parts

QR lever

Finishing screw

Locking slide

Tighten the finishing screw properly to lock the QR 
 lever so that the locking slide is firmly fixed in any 
 direction, and check for looseness during use.

Release the QR lever, raise the locking slide 
upwards,  raise the handle post, then lower 
the locking slide downward.

  
 

The LED remote control is infrared.Please aim at the bottom of the right LED bar.   

W/WW

Flash

Jump

Jump

IC Set

CS

C3

C7

Auto

C16

Power button
Brightness&Light speed Whole white lamp
&Number of lamp beads 
control block

Light change mode 
slection block

Multicolor light mode 
selection block

Brightness&Light speed&Number of lamp beads control block:

Multicolor light mode selection block:

When single color light or whole white light is on,     brighter/     darker; when the multicolor light is on,     the ligh
runs faster/     the light runs slower. When you press”IC Set” button, you can choose how many lamp beads wor
Press “IC Set” button again to end the setting.  

Tip

“C3”, 3 colors of light shine together;“C7”, 7 colors of light shine together;“C16”, 16 colors of light shine together
“CS”, single color light shines.

Remote receiver
The lights will only be 

controlled 
when you oprate 

the remote 
towards this place
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3) How to start

After tilting the kickstand, find a stable 

position on the footrest and then hold the 

handle grip comfortably.  

Step3. Stance for driving
Acceleration can be performed by using 

the throttle of the instrument panel while 

driving, and the deceleration or stop can 

be performed by holding the brakes on the 

handle. 

Step4. Acceleration and deceleration

Rear footrest

(controller inside)

Brake

When turning on the product, you can start 

driving by turning on the power of the LCD 

panel. When driving is finished, turn off the 

LCD panel. 

 
* The power of the instrument panel will turn off 

automatically after a few minutes of inactivity. 

At this time, the LED lamp is also turned off, so 

turn it off with the LED lamp button when you 

turn it on again.  

Step1. Turning on the instrument panel
Press       to choose the right gear. 

You also can set the start mode, 

cruise mode, electronic brake, and

Step2. Setting proper parameters 

ABS function.
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Before driving, be sure to check the folding part, the handle part, the part where the 

main fixing part of the product  is fastened well. And check the position of the fixing slide, 

the QR lever locking status and the folding part fixing status.

Throttle malfunction caution

Regardless of whether the throttle is operated or not, the motor sensor may continue to 

operate, causing malfunctions such as sudden acceleration. In this case, holding the brake 

lever to cancel the operation. This phenomenon may be caused by corrosion of the throttling, 

immersion of the throttle, disconnection of the magnet, broken off levers, and breakage of 

the spring. Do not bounce the throttle lever strongly.

Caution
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4) How to stop

Step1 Step2
Be sure to use the rear brake first for 

decelerating when stopping while driving. 

For safe stop, it is necessary to practice slow 

down after deceleration with rear brake. 

Always use the front and rear brake 

levers together to stop smoothly and 

safely after decelerating with the rear 

brake.

Rear brake use Front brake use

Step4

Set the use and strength of the electronic 

brake among the detailed functions of the 

instrument panel before driving. When the 

brake lever works, the electronic brake works 

together to increase the braking force.

Deceleration and braking using
electric brake

Step3

•For safe braking, check whether the brake lever and disc caliper connection (wire damage, external breakage, etc.) are 

damaged before and after driving, and check brake wear and looseness of brake inner core(Inner wire). In the case of 

hydraulic brakes, it is also necessary to check the oil leakage or deficiency and always check that the braking force is sufficient. 

•Due to various factors such as road surface condition and speed, it may not be possible to stop when brake is operated as 

expected. The electronic brake and ABS functions are auxiliary functions to further increase the braking force and used. The 

user should understand the function and expect the operation timing when use this function.

Check for safe braking

5)  Product folding

Driving mode and motor system selection

                    

1. Fold handlebar and steering tube

Folding lock

After folding the handle bar, unscrew 

the QR lever outward and lay the 

steering tube down while raising the 

fixed slide.

When the steering tube is folded, it is fixed 

by using the locking slide and QR lever, 

then it is easy to move by attaching the 

handle with the folding lock device (not 

available when mounting the seat mount).

2.Fixing the folding part

Finishing 
screw    

QR lever
Locking slide   Steering tube

Tip
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Lights mode

Click 
(Warning 
lights on)

(Warning 
lights off)

  
Click again

 

ECO TURBO

Click 
(Low speed)  

Click again 
(High speed)   

Driving mode



* Blinks 3 times per 10 seconds 
when the remaining battery 
power is 10%.

   It blinks continuously when the 
remaining battery power is 0%.
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Precautions when using the cruise function
1. In case of cruise function, please ride in a position where brake can be used immediately so that 

cruise function is canceled and braking is possible in preparation for safety situation while driving.
2. It is permanently dual drive mode and can be released via throttle and brakes.

         * It is not recommended that cruise function is disabled via the throttle.
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Carbon fiber handlebar 1YEAR / 5000
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3. Variable rear rubber suspension system (patent pending) adjustment

■ Rubber cartridge Replacement(5 states): Replace Cartridge

Designed by Minimotors, 5 kinds adjustable rubber suspension system allows you to adjust the 
suspension strength with rubber cartridge replacement (5 kinds:soft;medium soft;mediu;medium 
hard;hard).

1. Remove the rear fender with a 3mm hex wrench,loosen the 12mm(motor sider),12mm(swing arm 
     side) nut, and then remove the nut and remove the rear arms from suspensiopn.
2. Adjust the replaceable rubber cartridge with desired suspension strength.
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 * Loosen and remove the bolts on suspension covers with a 3mm hex wrench,then take the cover. 
 * Loosen a little the two countersunk hexagon bolts on the suspension mount(It used to hold the 
    cartridge to prevent it from shaking), and no need to remove the two bolts.
 * Install your desired suspension cartridge into the suspension mount and reassemble.

3. Install both suspension arms and reassemble using screw glue (screw lock).

It used to hold the cartridge to 
prevent it from shaking



Product Name Note

Motor MAX 3600W BLDC HUB MOTOR

Battery type

Battery capacity 60V24ah(CN-21700) 60V30Ah(LG-21700)

Li-ion battery pack

Charging time[1.75A] 13hr+ 17hr+ When using 1ea standard 
charger(1.75A)

Charging time[3.5A] 6hr+ 8hr+ When using 2ea standard 
charger(1.75A)

Charging time[8.25A] 3hr 3hr+
When using 1ea standard charger&1ea 

fast charger(6.5A)(optional charge)

Max mileage 85km 105km
75kg load, 25km/h flat road 

continuous riding basis

Speed adjustment function on the 
throttle display. ECO/Turb mode 

seletion on the handlebar
Max Speed 70-80km/h

Folding Handle post two touch double folding

Gradeabilty Around 43%[23°]
Weight,road condition,battery 

status temperature affect to the 
gradeability

Max load 120kg

Product weight
 

Around 26.2kg

 Unfolding size 1140x605x1240mm Length x Width x Height

Length x Width x HeightFolding size 1140x605x500mm

Brake
Rubber suspension(front)
+replaceable suspensionSuspension

Tire

Instrument panel

Light

Product material

10x2.25 tube tire

Front&Rear disc brake+ABS

Frame and handle: Aviavion aluminum forging alloy, 6082-T6, Shaft: SCM440, 
Covers: Polypropylene

EYE throttle is applied as the default 
option.(Bettery level, TRIP, ODO, Time, 

Speed display and mode change.)

Dual LED headlight&taillight, brake 
light is built in

DC to DC converter is built in
(12V 5A output)

Cruise / Electric brake / Auto save 
function(3minutes)

replaceable cartridge for 
rear suspension

*The specification can be changed by manufacturer without notice to improve the quality and   
safety for users.
*The distance can be affected by loaded weight, wind direct (wind speed), road condition, slope 
and tire condition.
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