
120 Volt AC Input, Single Phase, Standard Output

15-45V 500-10Khz

[6.35]

Ø4.95 [Ø125.82]

INLET

12.83 [3 .83]

12.39 [314.73]

Ø7.15  [181.61] ID X .13 [3.30]

 .11 [2.79] INLET GROOVE

Ø 8.64 BC

219.46

6X M8X1.25    .25

(3) NOT USED

(2) AC INPUT

VOLTAGE 240±10%

POWER CONNECTION

(1) 15-42V (OPTIONAL)

(2) TACH OUT

(3) NOT USED

(4) PWM SIGNAL

(5) SIGNAL GROUND

3.10

78.65

4.33

110.0

8.66
219.96

3.62
91.95

2X 7.09

180.09

6.69
169.93

4X Ø.35

8.89

8.75
222.25

2.61

66.29
3.55

90.17

COOLING AIR

DISCHARGE

3

2

(1) 15V(SUPPLIED BY BLOWER)

(2) TACH OUT

(3) 0-10 V SIGNAL

(4) NOT USED

(5) SIGNAL GROUND

 0-10 VDC CONNECTION
PWM CONNECTION

EXHAUST

(1) AC INPUT
(COMMON)

[MM]

INCH

Part/ Model Number

Specification Units 150530 150531 150532

Speed Control - Mechanical 0-10VDC PWM

Notes:
Input Voltage Range:  

Input Current:  

Operating Temperature (Ambient Air and Working Air):  

Storage Temperature:  

Dielectric Testing:  

Speed Control:  

Approximate Weight:  

Option Card available for Customization

Regulatory Agency Certi!cation:  

Miscellaneous:  

PRECISION MOTION CONTROL
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Flow (m3/hr)

Flow (CFM)

Data presented represents blower performance at STANDARD AIR DENSITY, .075 lb/ft3  (29.92” Hg, Sea Level, 68° F)
Vacuum performance available upon request.
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