
250 Watt, 120 Volt Standard Flow
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[36.3]
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"l"

ACCESS TO

1.15
[29.2]

SEE DETAIL "E" OR "M"

[Ø12.2]
3X Ø.48

EQUALLY SPACED AS SHOWN ON

3X             HOLES

A                   BOLT CIRCLE

DEEP MINIMUM

[MM]

INCH

MAX.

SPEED CONTROL/ 
CALIBRATION

HOLES THRU,

LOCATED AS SHOWN ON

3X 90°

BOLT CIRCLEØ6.50
[Ø165.10]

Ø.17
[Ø4.3]

3.74
[95.0]

POWER/CONTROL CONNECTION DETAILS

DETAIL "M"

NEUTRAL AC INPUT
VOLTAGE

HIGHISOLATED SPEED
CONTROL

108V-132V0-10V DC LOW
INPUT REQUIRED

LINE

{

Ø5.90
[Ø150.0]

PRESSURE TAP
OPTION

{

Ø4.00
[Ø101.6]

.37
[9.4]

Ø.23
[Ø5.8]

PIN NOT USED

NEUTRAL AC INPUT
VOLTAGE
108V-132VLINE

{

PIN NOT USED

DETAIL "E"

4X

2.37
[60.2]

Ø1.25
[Ø31.8]

Ø1.25
[Ø31.8]

CALIBRATION
SPEED CONTROL/ 

INLET

DISCHARGE

.75
[19.1]

(ELECTRICAL) (MECHANICAL)

33°

EARTH GROUND
HOLE THRU,

LOCATED AS SHOWN ON

BOLT CIRCLEØ6.40
[Ø162.6]

Ø.17
[Ø4.3]

45°

Part/ Model Number

Specification Units 116626 116629 116627 116630

Stages - 1 1 2 2

Max Sealed Vacuum
in. H2O

mbar

28.4

70.7

28.4

70.7

50.0

124.6

50.0

124.6

Max Sealed Pressure
in. H2O

mbar

29.3

73

29.3

73

50.6

126

50.6

126

Max Flow Rate
CFM

m3/hr

64.5

109.7

64.5

109.7

66

112.2

66

112.2

Length (I)
Inches

mm

0.69

17.5

0.69

17.5

1.60

40.6

1.60

40.6

Length (L)
Inches

mm

3.16

80.3

3.16

80.3

4.07

103.4

4.07

103.4

Speed Control - Mechanical Electrical Mechanical Electrical

Notes:
Input Voltage Range:

Input Current: 

Operating Temperature (Ambient Air and Working Air):

Storage Temperature:

Dielectric Testing: 

Speed Control:

Approximate Weight:

Regulatory Agency Certi!cation:

Miscellaneous:

PRECISION MOTION CONTROL



250 Watt, 120 Volt Standard Flow
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Flow (m3/hr)

Flow (CFM)

Data presented represents blower performance at STANDARD AIR DENSITY, .075 lb/ft3 (29.92” Hg, Sea Level, 68° F)
Vacuum performance available upon request.

116626, 116629

116627, 116630

PRECISION MOTION CONTROL


