
400 Watt, 240 Volt High Flow
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POWER/CONTROL CONNECTION DETAILS

DETAIL DETAIL 
(ELECTRICAL) (MECHANICAL)

"M""E"

Part/ Model Number

Specification Units 117637 117643 117636 117642 117635 117641

Stages - 1 1 2 2 3 3

Max Sealed Vacuum
in. H2O

mbar

22

54.8

22

54.8

39

97.1

39

97.1

53

132

53

132

Max Sealed Pressure
in. H2O

mbar

24

59.8

24

59.8

45

112.1

45

112.1

61

152

61

152

Max Flow Rate
CFM

m3/hr

106

180.2

106

180.2

95

161.5

95

161.5

90

153

90

153

Length (I)
Inches

mm

.47

11.9

.47

11.9

1.53

38.9

1.53

38.9

2.53

64.3

2.53

64.3

Length (L)
Inches

mm

5.22

132.6

5.22

132.6

6.27

159.3

6.27

159.3

7.28

184.9

7.28

184.9

Speed Control - Mechanical Electrical Mechanical Electrical Mechanical Electrical

Notes:
Input Voltage Range:

Input Current: 

Operating Temperature (Ambient Air and Working Air):

Storage Temperature:

Dielectric Testing:

Speed Control:

Approximate Weight:

Regulatory Agency Certi!cation:

Miscellaneous:

PRECISION MOTION CONTROL



400 Watt, 240 Volt High Flow
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Flow (CFM)

Data presented represents blower performance at STANDARD AIR DENSITY, .075 lb/ft3 (29.92” Hg, Sea Level, 68° F)
Vacuum performance available upon request.

117637, 117643

117636, 117642

117635, 117641

PRECISION MOTION CONTROL


