
800 Watt, 120 Volt High Flow - IntelliGen (TM)
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POWER/CONTROL CONNECTION DETAILS

DETAIL "M"DETAIL "E"
(ELECTRICAL) (MECHANICAL)

Part/ Model Number

Specification Units 119102 119101 119104 119103 119105

Stages - 1 1 2 2 1

Max Sealed Vacuum
in. H2O

mbar

31

77.2

31

77.2

67

166.9

67

166.9

24

59.8

Max Sealed Pressure
in. H2O

mbar

39

97.1

39

97.1

78

194.3

78

194.3

30

74.7

Max Flow Rate
CFM

m3/hr

140

238

140

238

131

222.7

131

222.7

210

357

Inlet/Outlet Diameter
Inches

mm

1.75

44.5

1.75

44.5

1.75

44.5

1.75

44.5

2.75/2.50

69.9/63.5

Length (I)
Inches

mm

.47

11.9

.47

11.9

1.53

38.9

1.53

38.9

.71

18

Length (L)
Inches

mm

5.30

134.6

5.30

134.6

6.19

157.2

6.19

157.2

5.46

138.7

Speed Control - Mechanical Electrical Mechanical Electrical Electrical

Notes:
Input Voltage Range:

Operating Temperature (Ambient Air and Working Air):

Storage Temperature:

Dielectric Testing:

Isolated Speed Control:

Speed Control Input Current:

Speed Control Drift with Temperature:

Approximate Weight:

Regulatory Agency Certi!cation:

Miscellaneous:

PRECISION MOTION CONTROL



800 Watt, 120 Volt High Flow - IntelliGen (TM)

INSTALLATION:
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