
1200 Watt, 240 Volt High Flow - IntelliGen (TM)
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POWER/CONTROL CONNECTION DETAILS

DETAIL "M"DETAIL "E"
(ELECTRICAL) (MECHANICAL)

Part/ Model Number

Specification Units 119152 119151 119154 119153 119156 119155

Flow - High Flow High Flow High Flow High Flow High Flow Ultra High Flow

Stages - 1 1 2 2 3 1

Max Sealed Vacuum
in. H2O

mbar

46

114.6

46

114.6

80

199.3

80

199.3

119

296.4

42

104.6

Max Sealed Pressure
in. H2O

mbar

56

139.5

56

139.5

111

276.5

111

276.5

130

323.8

45

112.1

Max Flow Rate
CFM

m3/hr

180

306

180

306

140

238

140

238

113

192.1

268

455.6

Inlet/Outlet Diameter
Inches

mm

1.75

44.5

1.75

44.5

1.75

44.5

1.75

44.5

1.75

44.5

2.75/2.50

69.9/63.5

Length (I)
Inches

mm

.47

11.9

.47

11.9

1.58

40.1

1.58

40.1

1.19

30.2

0.71

18

Length (L)
Inches

mm

5.13

130.3

5.13

130.3

6.19

157.2

6.19

157.2

7.17

182.1

5.37

136.4

Speed Control - Mechanical Electrical Mechanical Electrical Electrical Electrical

Notes:
Input Voltage Range:

Operating Temperature (Ambient Air and Working Air):

Storage Temperature:

Dielectric Testing:

Isolated Speed Control:

Speed Control Input Current:

Speed Control Drift with Temperature:

Approximate Weight:

Regulatory Agency Certi!cation:

Miscellaneous:

PRECISION MOTION CONTROL



1200 Watt, 240 Volt High Flow - IntelliGen (TM)

INSTALLATION:
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