
24 VDC Input, High Flow System
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Part/ Model Number

Specification Units 150403 150434 150404 150435 150405 150436

Flow - High Flow High Flow High Flow High Flow Ultra High Flow Ultra High Flow

Stages - 1 1 2 2 1 1

Input Voltage VDC 24 24 24 24 24 24

Max Sealed Pressure
in. H2O

mbar

34

84.7

34

84.7

57

142

57

142

22

54.8

22

54.8

Max Open Flow Rate
CFM

m3/hr

126

214.2

126

214.2

101

171.7

101

171.7

190

323

190

323

Inlet Diameter   D1
Inches

mm

1.75

44.5

1.75

44.5

1.75

44.5

1.75

44.5

2.75

69.9

2.75

69.9

Discharge Diameter   D2
Inches

mm

1.75

44.5

1.75

44.5

1.75

44.5

1.75

44.5

2.5

63.5

2.5

63.5

Length (L)
Inches

mm

0.50

12.7

0.50

12.7

1.50

38.1

1.50

38.1

0.75

19.1

0.75

19.1

Speed Control - Anlg. Spd. Cmd. Potent. Adjust. Anlg. Spd. Cmd. Potent. Adjust. Anlg. Spd. Cmd. Potent. Adjust.

Notes:

Temperature

Weight

Potentiometer Adjustment

Analog Speed Command

Tachometer Output

PRECISION MOTION CONTROL



24 VDC Input, High Flow System
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Flow (m3/hr)

Flow (CFM)

Data presented represents blower performance at STANDARD AIR DENSITY, .075 lb/ft3   (29.92” Hg, Sea Level, 68° F)
Vacuum performance available upon request.

150403, 150434

150404, 150435

150405, 150436

(at constant 24V input)

PRECISION MOTION CONTROL


