
Please read the instructions before commencing  

installation and retain for future reference.  

SPECIFICATIONS:  

- Fitting: Aluminium body with tempered glass diffuser. 

- Lamp type: 1 x 10W LED 

- Protection against electric shock: CLASS 1 requires earth 
connection. 

- Ingress protection: IP65. Complete protection against the entry of 
dust. Protection against water jets. 

- Quality/ Corrosive rating: Not suitable for coastal installation closer 
than 1 kilometer from the coast line. Commercial use, indoor/ 
outdoor, except in corrosive environments. 

- Ambient temperature range: -30 C to +40 C. 

  

INSTALLATION INSTRUCTIONS:  

 Electrical products can cause death, injury, damage to property.  

Installation of this product must be carried out by a qualified electrician, 

in accordance with SANS 10142. On completion of installation, ensure 

that the Certificate of Compliance is updated.  

 

- Ensure mains supply is switched off.  

- Attach the light to the surface on which you want to install, please 

make sure the surface is strong enough to support the light fitting.  

- Connect the supplied cable on the light fitting to the main power 
supply. Please ensure that the connection is done in a waterproof 
housing in accordance with SANS 10142. Never replace the cable 
supplied with the light fitting. 

- Please ensure that the bracket and cable are installed according to 
the instructions. Power can be turned on only after all processes are 
checked. 

 

WARNING:  
- This fitting must be earthed.  

- Ensure all items and screws are fitted tightly.  

- Add copper grease to all screws and threads.  

- The use of silicon sealer or failure to use the correct cable will void    

 the warranty. 

 
 

 

 

 

 

 

 

 

 

 

Spazio Lighting (Pty) LTD  

JOHANNESBURG OFFICE:  52 Andries Street North | Wynberg/Sandton | South Africa | Tel: +27 11 555 5555 | Fax: +27 11 555 5544 

CAPE TOWN OFFICE: 105 Buitenkant Street | Gardens | 8001 | Tel: +27 21 461 0061 | Fax: +27 21 461 0063  

info@spazio.co.za  

                                    Instruction 
 
 
KORE FLOOD LIGHT 
 
 
10W High Power LED Integrated Projector     
                                                

 

 

 

Connecting the 
Terminal Block 
Connect main supply 
(brown - live, blue - 
neutral, green/yellow 
- earth) into terminal 
block making sure all 
connections are tight. 

 

 


