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Introduction to the RAD-0502 CO2 Controller for Grow Rooms

Thank you for selecting the RAD-0502 CO2 Controller for Grow Rooms, which is
designed to regulate CO2 levels and allows growers to set high/low targets to
maximize plant yields and profitability. The CO2 Controller for Grow Rooms uses a
dual beam NDIR technology to accurately measure CO2 concentrations up to
3,000ppm. With a built-in temperature measurement and photo sensor, the
controller can turn off relays during dark periods to save Carbon Dioxide (during
greenhouse mode). Furthermore, the CO2 grow controller is an ideal solution for
many growers who utilize the device across indoor greenhouses, cultivation
centers, hydroponic rooms, or anywhere regulated CO2 levels are important for
plant growth.

Key Features

* Accurate CO2 control for small to large sized indoor grow facilities

+ Control 2 zones with 2 sensors

* Customizable CO2 set points for high and low target levels

* Dual beam NDIR technology accurately measures CO2 concentrations 0-3,000ppm
* Built-in temperature, humidity, and light

* Relay output can automatically control CO2 generator or compressed CO2 tanks

* Versatile modes for greenhouse or HVAC
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Package Content

The RAD-0502 package comprises the following parts:
* (1) Indoor CO2 Controller

* (2) Remote CO2 Sensors

* (2) Relay Cables

* (2) CAT5e Cables - 25' ft.

* (1) Wall Plug Safety Strap

* (1) Mounting Bracket

* (6 pieces) Screws

* (1) Power Supply

* (3 pieces) International Power Adapters
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Device Layout
Indoor CO2 Grow Controller (Main Unit)
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A. LCD Display
B. Green LED
(Indicates active relay) |. ENTER Button
C. Green LED J. RESET Button
(Indicated power) K. Communication Cable to Sensor Unit
D. Green LED 1(Main Unit)
(Indicates CO2 concentration rises above Set point) L. TEMP/RH/LIGHT Relay Cable
E. Green LED M. CO2 Relay Cable
(Indicated presence of light: Daytime Mode) N. Power plgg _ '
F. UP Button O. Communication Cable to Sensor Unit 2

G. MODE Button
H. DOWN Button
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Indoor CO2 Grow Controller (Sensor Unit)

A
A. CO2 Entry —_—
[————
B. LCD Display
{/;"‘:Q‘I
e
C. Panel Holder B .
D. Green LED (lights when relay activate) C N ;T.g';’ g c
D 2. & E
E. Green LED (lights when daytime ) F . G
F. TEMP&HR Sensor
S 2,

G. Photo Sensor (monitor light or darkness) H

H. Communication Cable to Main Unit

Connection Diagram
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Icons and Symbols

Symbol Meaning Description
1 30 géjrﬁ CO2 Reading |CO2 Concentration in ppm (Parts Per Million)
Displays current Humidity
5 .]R’,‘.]H Humidity Reading

Switched by pressing “MODE” key

24 "

Temperature
Reading

Displays current temperature.

Switched by pressing “MODE" key.

0.2 K

Light Reading

Displays light reading.
Switched by pressing “MODE” key.

Displays the maximum value in the selected

(] M i
MAX: aximum me
MIN: Minimum I?isplays the minimum value in the selected
time
AVG: Average I?isplays the average value in the selected
time
SPT: Set point Displays the user set point
ZON: Zone Displays the user set zone
Display the time interval represented by each
: Int I
INT: nterva column of the table
EXP: Expect Pisplays Fhe duration of t‘he desired light
intensity in the selected time range
Set point indicat
SPT----- © p0||ri1m|er; cator Displays the set point line on the chart
SPT>MAX Set point out of |Indicator lines do not appear in the chart,
table range when set point is out of range
SPT<MIN

8| Page

RAD-0502 / User

Manual & Installation Guide




Value of each line

Display the value of each row in the table

mn
inn
UL

558

Three states of
temperature

Show the temperature state

el

Three states of
Humidity

Show the humidity state

Two states of light

Show the light states (Daytime / Nighttime)

*¢

Two states of CO2
in HYAC mode

Show the CO2 states in HYAC mode
(Mushroom Mode)

TT

Two states of CO2
in greenhouse
mode

Show the CO2 states in Green House mode
(Grow House Mode)

N

Two states of CO2
relay

Show the CO2 relay states

N

Two states of
TEMP relay

Show the TEMP relay states

N

Two states of RH
relay

Show the RH relay states

Two states of
Light relay

Show the RH relay states

Atmospheric
pressure

Display the current atmospheric pressure
value

Q)

Two states of
buzzer

Indicates the state of the buzzer
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Specifications

Device Specification

Measurement Range 0 -3,000ppm

Display Resolution 1Tppm at 0~1,000ppm; 10ppm above 1,000ppm

Accuracy 0~2,000ppm: +70ppm or +5% of reading whichever is

greater; >2000ppm: +7% of reading

Pressure Dependence 0.13% of reading per mm Hg

Repeatability +20ppm @400ppm

Response Time <2 minutes for 63% response to step change

Warm-Up Time <60 seconds at 71.6°F (22°C)

Ingress Protection Rating | IP54

Power Input 9~32VDC (12~24VDC recommended), 2A. (Adaptor Included)

Backup Battery 6VDC (5.4V~7.0V), recommended capacity is 12AH

Relay 1 Dry contact relay controlled by ALT (2Amp) (NO or NC)

Relay 2 Dry contact relay controlled by AL2 (2Amp) (NO or NC)
Temperature/Humidity/Light Specification:

Temp Range 32°F to 122°F (0°C to 50°C)

Temp Accuracy +2.7°F (£1.5°C)

Temp Display Resolution | 0.1°F (0.1°C)
Temp Display Options °C/°F

Temp Response Time 20-30 minutes (Enclosure must equalize with environment)
RH Range 0 ~ 95% RH non-condensing
RH Accuracy +5%
Light Range 0 ~ 60000Lx
Light Accuracy +50Lx or 5% of reading whichever is greater

Operating Conditions:
Temperature 32°F to 122°F (0°C to 50°Q)
Humidity Range 0 ~ 95% RH non-condensing

Storage Conditions:

Storage Temperature -4°F to 140°F (-20°C to 60 °C)
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Dimensional Drawings
(Dimensions are in inches)
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Safety Precautions

At CO2Meter, your safety is very important to us. To ensure correct and safe use of
the RAD-0502 controller for grow rooms, please read this entire user manual
before operation.

Otherwise, the protection provided by the equipment manufacturer may be
impaired. Please adhere to the warnings below that highlight important safety
information and should always be observed.

+ Please handle the device carefully, do NOT subject the unit to impact or
shock, otherwise this may decrease the sensor's overall accuracy and
precision.

+ Do NOT place the unit or the power plug near a heat source, as heat can
distort the unit and may result in fire or injury.

+ Do NOT open the CO2 Grow Controller or touch any of the exposed
electronic circuitry, under any circumstances. Should you touch any exposed
wiring, this can result in electric shock.

+ Only connect devices to the RAD-0502 CO2 Grow Controller that use
grounded plugs.

*  Our replacement sensor can NOT be used to monitor additional grow spaces,
this device can ONLY monitor CO2 concentrations in up to (2) grow zones.

+ Please Note: the RAD-0502 may NOT be used for CO2 safety per OSHA
guidelines as it does not meet the need to measure and operate at OSHA's
Short Term Exposure Limit of 30,000 ppm.
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Installation

1. Choose a suitable location at plant level to install the CO2 Sensor unit.

2. Choose a suitable location at eye level to mount the CO2 Grow Controller unit.

3. Next, connect a CO2 generator or bottled CO2 control regulator to the desired relays
(please note the CO2 Grow Controller has 2 relay outputs. The relays can control a CO2
generator or a bottled CO2 regulator to produce CO2).

4. The first relay will then be triggered, and the power will be supplied when the

CO2 concentration is out of the desired set point range.

5. The second relay will then be triggered allowing temperature, humidity, and light

capabilities dependent upon the user preference.

Sotled COZ e
00z Generaler

" |

h

-______ . P
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Operation
Startup Detection

unit 1 Unit 1 Unit1 Aug 08,2020 200 raREEET T
CO2 s Fine. CO2 is Open & 53 2% 1 3 0 COZ
Temp is Hine, Temp is Oper. F z2.4c ppm
R iz Fme. RH is Open. PRESS MAS 4800 - Solal lime:2e i
Light is M Light is (pen UP.I"DC'WN I ZON100 4 N ki
b o . SPT-A500 o Fa

s | L LS .I)Q'I'I : i

Long press Mode Key to ignere the Long press Mode Key to ignore the ANES -
bad semsor bad sengor MIN: 1300 TR,

1. Start up to read the status of sensor unit, the green font of sensor displays "fine" normally,
and the red font displays "open" abnormally

If you want to manually ignore the wrong sensor, long press the mode key for 3 seconds to exit
the prompt interface and enter the main screen

Switch Unitl and Unit2

Unit1 Aug 08,2020 8:00 T e Unit2 Aug. 08,2020 8:00 T e

127 13005 t2sc 13005m

MAX1800_‘_‘2.‘£'&’“J PRESS MAX‘]BQO—,—"“AM
ZON:100 - UP 38 ' ZON:100 -

SPT 1500 s#7--«-o~ $ s S s SPT:1500 S5T-- == stemnm e losy presemamenn
AVG:900 § AVG:S00

MIN:1300 CELE MIN:1300 LELE

1. Long press up for 3 seconds to switch unit1 and unit2

Display Content Scrolling (Main Reading Displayed)

g — o — Ty cor ) T v
3 532% 1 300002 @ 532% TEMP Z1o0ohpa 3 53.2% LIGHT

P szac ppm Z1000hpa 32 4 bazae 53 2 Eazae 02 Ix

IaX:1800 . PRESS MAX 34 5C - MAX 70 2% ———————staliin i | ppE AR 18, 20 bl b 2 s,
ZON:100 P '_ ) W ZaN200 A" 20N 200% AN 0 avG:.3nr

SPT 1300 er--r g s BETAZHC #rr e T E T T . Y

AVEE00 . o AVE:325C i AVEEDE%

MIN:1300 : WM 50 ey Wik 30—.1%—-'5

1. Press the mode key to switch the main display contents among CO2, Rh, temp and light
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Display Content Scrolling (Sub Readings Displayed)

Unit1 Aug. 98,2020 8.00 T et Unit1 Aug, 08,2020 8.00 T ety
@ 53.2% 1 3 0 CO2 = 021x 1 3 O CO2
¥ 324°C ppm © 1000hpa ppm

v iotal time:5 min . lotal time:5 min
MAX:1800 . ,,.. PRESS MAX:1800 ’,;
ZON:100 N N ENTER . |ZCON:100 R
SPT:1500 $8Te e ghemeseses i SPT:1500 $9%-e o fooneasees i
AVGI900 ¥ S N AVG:I900 V¥ < N
MIN:1300 — MIN:1300 —

1. Press enter to switch the display between temperature + humidity and carbon dioxide +
light

Change Table Time Range

In the main interface, press the Enter key for a long time to switch the time range in the
CO2, temp and RH tables. The time range of each column in the table can be respectively 5
minutes (without CO2), 2 hours, 14 hours, 56 hours and 14 days (CO2 has a 5-minute

trend)
Unit1 Aug. 08,2020 8:00 T e 2% o) Unit1 Aug. 08,2020 8:.00 T e 2% o)
@ 532% 1 30 @ . @ 53.2% 1 30 CO2
8 324°C ppm 8 324°C ppm
MAX:1800 101Gl time:s min MAX1800 total tme:24 he

—1—9“—"‘L' i PRESS 7

ZON:100 - ENTER 33' ZON:100 -
SPT:1500 591...‘..: .......... Z.‘....‘...: ........ SPT:1500 SPTarmsagheennneanadeytedy rememnanas
AVG:900 N ' = AVG:900 :
MIN:1300 = MIN:1300 T

1. Long press enter for 3 seconds to switch table time range

Warning Message
When the measured value exceeds the range, it will be displayed “XXX is high”

Unit! Aug 08,2020 8.00 T et
£1000hpa s i
§ 22.4°C RH is high.
MAX:70.2% - Lotal e 24 he
ZON:20.0% [\
SPT:54.0% 897--~<-fo=nmees g oo censees
AVG53.5% ‘
MIN:30.6%

-l
INT 2 hr
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Access Menu

Unt1 "!ém-ié.m L e )
fug 02, 7 * et i) Sotling 3 R ]
&532% 1 3 O CO2 Help:
b s2ac ppm e
(MAX-1600 * e |
ECN Ju TMOOE 35
SPT 1500 57 L
AVG:300 ) =
i s
MIN:1300 =

1. Press and hold the mode key for 3 seconds to enter the setting interface

Menu Options

Help: Access help guide. Define key terms.

Co2: Configure CO2 control options.

TEMP: Configure Temp control options.

RH: Configure RH control options.

Light: Configure Light control options.

Time: Set device time. Year: Date: Time:

Relay & Display: Configure relay settings.

Buzzer: Configure high “alarm” buzzer settings. *NOT FOR SAFETY*
Calibration: Use to calibrate CO2, Temp, RH or Light of sensors. (See Calibration)
Recovery Setting: | Factory rest settings. Restore device to out of box state. YES/NO

Access Help Menu

Uit Aug 93,2020 800 T it At setting E e Help i ot wi) Halp ot il
@ 532% 1 300002 Help: Bty RH: I
L aaac ppm s it A
Ma: 1800 o tenet i . M it PRESS ENTER | 11 . . LIGHT Displeys carrent lempe-

P EFE A ey £ 3 Displays cumront Humid 7 ) .
ZOM 100 . ) o e— | 1 iy m’ W 1 raturp
SPT 1500 ot oo eeriee ) Erter PRESS MODE
AVE:E00 Ty L i

Sl ey Nspiliny ir
MINI300 ——— o
L ocac I

1. Press and hold the mode key for 3 seconds to enter the setting interface

2. Press enter to enter help setting or long press mode to return to the main interface

3. Press up or down to find the information you need
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Relay Function Selection

gt g sl 2Nt @0

AR Setting ¥ seting Te Reday & Display
1 30 CO2 kiekps te n Hedoy | (AR 1):
1 24c ppm - e i 8
MAX. 1800 ———y—smszmsa | ppios u » : PRESSENTER | -.
2OR-100 2 "THOE 35 Uiﬁ‘f'a Pl ¥
SET, 1500 »v -y e PRESS MCOE
AVGTE00 \ ?
g S ; Reloy e heplae
A
| e
Rel sy & Display SNE9) Relay & Display TeNNW Relsy & Display Yenwe® Setting Tewwey
Reloy 1 (Rt 1) yeoz Reday 1 (Ui 1) FIEME Reley 1 (Unl 1)
PRESS ENTER
ety % PRESS PRESS
PRESS MODE -
Relay B¢ Display:

1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select Relay & Display or long press the mode key for 3
seconds to return to the main display mode

3. Press enter to enter the setting interface of Relay & Display

4. Press enter to enter the Relay 1(Unit 1) setting or press mode to return

5. Press up or down to select whether to Temp or press mode to return

6. Press enter to confirm or press mode to cancel

Relay & Display Access and Selection

1Al 682556 8 E -y = e T @ o~

Sarting e settirg ] Rl oy % Ulsplay
1 SOOCOZ Helpz I Helzy L (UnI 1)
t 34°C e b "
zon 109 N, - m N—
P L A, U — d PRESS MOJE
AVGICC i ) i} ?
MIN 1300 e —a . Puloy & Clipleys
h 2 e |
Hel ay % Olsplay T O Rel sy & Display L2 o Relay & Dlgpllay TeNNe" Rel oy % Olsplay -
i 5 PRESS ENTER ‘ : s —
M Relay Chervsts Hm Retey Charsct SDoable el [ e inale P | ey et
S8 Mos . N

1. Press and hold the mode key for 3 seconds to enter the setting menu

2. Press the up or down key to select Relay and press enter

3. Press up or down to navigate setting and enter to select

4. Press the up and down keys to edit the setting

5. Press enter to confirm the setting or press mode to cancel the setting
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Relay & Display Options

Relay 1 (Unit 1):

(CO2/Temp/RH/Light) Choose what value controls the relay

Relay 2 (Unit 2):

(CO2/Temp/RH/Light) Choose what value controls the relay

Sensor Choice:

(Unit 1/Unit 2) Choose controlling sensor if in single sensor mode

Relay Channel:

(Single/Double) Choose is one or both relays are active

Sensor Mode:

(Single/Double) Choose is one or both sensors trigger relays

Show All:

(Enable/Disable) Show all reading on main display

Show All Interval:

Interval of rotation of readings on main display

Backlight Mode:

(Auto/ON) Backlight Auto off or ON

Backlight Time:

Backlight Auto off timer

CO2 Settings
T B e B 8 e ® il =
s A 03,2020 408 e o Setting ot Selling « oz -
&532% Oz Hhelp: Ttel e
b oazac ppm gt foer g
X 1800 - 22 press o | FRESS : PRESSENTER
ZOM:100 5 b ol UP.DD‘H!\' .
SPTi 1200 4 e e ¥ t L PRESS MODE
#1E900 ey £
MIN: 1300 o Ent 5 Doy
t PRESS I
—

MODE 35

1. Press and hold the mode key for 3 seconds to enter the setting interface

2. Press the up or down key to select CO2 or long press the mode key for 3 seconds to
return to the main display mode

3. Press enter to enter CO2 setting or long press mode to return to the main interface

4. Press the mode key to return to the setting interface or long press the mode key for 3
seconds to return to the main interface

CO2 Setting Options

CO2 Mode: (Green House/HVAC) Choose green house or HVYAC mode
HVAC = Mushroom Mode

COo21: Low CO2 Threshold Setting. Device acts to maintain CO2 above this
point.

CcOo22: High CO2 Threshold Setting. Device acts to maintain CO2 below this
point.

PruComp: (Enable/Disable) Turn pressure compensation ON/OFF

RAD-0502 / User
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CO2 Calibration

T Pog, 220208 00 e et et e ey
ety * . . Satting Lo S Setting e .
& 532% 1 300(392 Hzlp!
b azae ppm CO% e nter
A 1800 Pl mem—m—— _FRESS N - PRESi l
ZON10D ba ) A T _ |
ISPT:‘IEOG”"---_ _' - g !
AVGEE00 e Uz
MIN:A200 = Calbration:
v PRESS ME}EI!
Calibraion T Calibration Tttt dirdiion Tt ot
Unitl Target Reading Uil Target Rezadng Unitd Target Reading
o> iy 1300 o HAMOppm—  1300ppm Cox fAMppm 1300ppm
PRESS ENTER it ' g PRESS ENTER i 4 124 PRESS S g .
— —_— d
~— i 1 1 — 1] % RGN
PRESS MODE y's 13 Lx 151 PRESS MODE

Calibration L
PRESS MODE Unitd Targel Reading
COZ A30dppm  1300ppm

PRESSENTER | _ . _ o0R
, " :
v—-——-_ Lo W e WAITE 2mil Bl L TR L SR
PRESSMODE |'can’s calibraring (180%) A al bration faled

PRESS ENTER [ PRESS UF/DOWN

PRESE ENTER || FRESS UP/DOWN

Calibration Tt e Callbration T
Unitl Targel Reading Unirl Targel Readng
o2 1301ppm 1300ppm co2 SHsppm 1300ppm PRESS ENTER
PRESS . : od
m i i PRE

PRESS MODE

ENTER Lo S e b

1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select calibration and press ender

3. Press enter to select the CO2 calibration mode

4. Press the up or down key to set the target value. (Oppm for Nitrogen Calibration)

5. Flow 100% Nitrogen into the sensor port on Unit 1.

6. Press and hold the Enter key to start the calibration

7. Wait for 3 minutes for the calibration to finish or press the mode key to exit the
calibration

8. After correction, press up or down to choose save or not save

Note: Only the sensor unit connected to the first channel can be calibrated. The calibration parameters are saved in the
sensor unit itself. Please connect the sensor unit 2 to first channel for calibration when it's needed.
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Temp or RH Settings

) g - aa_a g Ty wa DRy
It Ay 08,2524 0:00 - =t Satting ¥ e wt Setting L = ot Tere Sttt
asazn 1 300(‘09 Help: : i e
tazae ppm DN b n :
|_|h_x|mu4flu:uumm PRE .I-. i ; PRES IEN-P!. PRESS EMTER - .
ZoM4 00 p oDE 35 . vzand R b P
SPTABOD v e g e = ek - " £nts PRES3 MODE
AWVE900 g L b e Ensie
i
MINA30) ——————————————— 2|
k3
IPRESS WMODE
Temp L4 b Temg T kvt el Temgp ot
Ui e Uit #F Uik
PRESS ENTER & . i
FPRESS PRESS
S (el IJP’DC‘.’\'hi I LIP'DOVY
PREES MODE

1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select Temp/RH or long press the mode key for 3 seconds
to return to the main display mode

3. Press enter to enter the setting interface of Temp

4. Press enter to enter the temperature unit setting interface or press mode to return

5. Press up or down to select the temperature unit or press mode to return

6. Press enter to confirm the setting or mode to cancel the setting

Temp Setting Options

Unit: (C/F) Choose Celsius or Fahrenheit

Temp 1: Low Temp Threshold Setting. Device acts to maintain Temp above
this point.

Temp 2: High Temp Threshold Setting. Device acts to maintain Temp below
this point.

Relay Control: (<Temp 1 />Temp 2) Select Relay control logic. Relay to trigger when
temp is greater than Temp 1 or less then Temp 2

RH Setting Option

Unit: (C/F) Choose Celsius or Fahrenheit

RH 1: Low RH Threshold Setting. Device maintains RH above this point

RH2: High Temp Threshold Setting. Device maintains RH below this point

Relay Control (<RH 1/ >RH 2) Select Relay control logic. Relay to trigger when temp
is greater than RH 1 or less then RH 2
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Light Settings

Ut 545, 062000 600 Yot T Setting Tt Tt Setting i o Light 5 -
5305 1 300(:02 Felp? t Light Set Pairt
B 324¢ Ppm o2 Ermur a2 . T bystees
n.-\x.._am—,—‘—\-'l‘-’-— JPRESS o R == % : i [—
Zon:100 B s UPDOWNT | e iy i
HEi i A 1) DO PRESS MOOE
AVGa0d '
MINA30 —————— rr-.'r;.' =2 e it i :
L Lo |

1. Press and hold the mode key for 3 seconds to enter the setting interface

2.Press the up or down key to select light or long press the mode key for 3 seconds to
return to the main display mode

3. Press enter to enter light setting or long press mode to return to the main interface

4. Press the mode key to return to the setting interface or long press the mode key for 3
seconds to return to the main interface

Light Setting Options
Light Set Point: Set target light set point with up or down arrow
Light Hysteresis: Set hysteresis value with up or down arrow
Relay Control Type: (Auto/Manual) Auto is based on photo sensor; Manual is
triggered by set points
Expose Time: Set exposure time
Light Set Point MAX: | Set highest light point
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Time Settings
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1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select time or long press the mode key for 3 seconds to
return to the main display mode

3. Press enter to enter the setting interface of time

4. Press enter to enter the year setting or press mode to return

5. Press the up or down key to set the desired value or press mode to return

6. Press enter to confirm the setting or mode to cancel the setting

Display and Backlight Sleep Settings

This product can choose to turn on or off the cyclic display and backlight sleep, select
"Enable" when the cyclic display needs to be turned on, select "Disable" when the cyclic
display needs to be turned off, select "auto" when the backlight needs to be turned on,
and select "on" when the backlight does not need to be turned on.

The following operation is an example of Cycle display setting:
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Relay & Display LE S e Rulay & Display FREN. Reay & Display SRS Rolay & Display L
" PRESSENTER | ... '
piicia W ¥ : i PRESS PRESS
e v ; o | I — v v UPIDOWN g
; PRESS MODE ' ?
how AL showall; izmble how Ak sunble showal:

1. Press and hold the mode key for 3 seconds to enter the setting mode
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2. Press the up or down key to select display or long press the mode key for 3 seconds to
return to the main display mode

3.Press the up or down key to select Show All, or press mode to return

4. Press enter to enter the setting interface of display

5. Press enter to enter show all or press mode to return

6. Press the up or down key to select Enable or Disable, or press mode to return

7. Press enter to confirm the setting or mode to cancel the setting

This product can set cycle display and backlight sleep time

The following operation is an example of cycle display time setting
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1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select display or long press the mode key for 3 seconds to
return to the main display mode

3. Press enter to enter the setting interface of display

4. Press the up or down key to select show all interval or press mode to return

5. Press enter to enter show all interval

6. Press the up or down key to set the desired value or press mode to return

7. Press enter to confirm the setting or mode to cancel the setting
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Buzzer Settings
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1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select time or long press the mode key for 3 seconds to
return to the main buzzer mode

3. Press enter to enter the setting interface of buzzer

4. Press enter to enter the state setting or press mode to return

5. Press the up or down key to select whether to turn on the buzzer alarm

6. Press enter to confirm the setting or mode to cancel the setting

Recovery Setting (Factory Reset)
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Recovery Setting: NG Recovery Setiig: YES MIN-1300
1. Press and hold the mode key for 3 seconds to enter the setting mode
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2. Press the up or down key to select recovery setting or long press the mode key for 3
seconds to return to the main display mode

3.Press enter to enter recovery setting

4. Press the up or down key to select yes, or press mode to return

5. Press enter to confirm the setting or mode to cancel the setting

Clear Calibration Values
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1. Press and hold the mode key for 3 seconds to enter the setting mode

2. Press the up or down key to select calibration or long press the mode key for 3 seconds
to return to the main display mode

3.Press enter to enter calibration setting

4. Press the up or down key to select clear or press the mode key to return

5. Press enter to enter clear setting

6. Press the up or down key to select yes, or press mode to return

7. Press enter to confirm the setting or mode to cancel the setting
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Maintenance

The RAD-0502 is a low maintenance monitor that requires little maintenance after initial
installation. It is recommended to calibrate the internal NDIR CO2 Sensor annually. This
calibration can be completed in the field, or the monitor can be returned to CO2Meter to
perform the calibration. A calibration certificate will be provided with every calibration
service. Be sure to ask a CO2Meter technician for more information.

Warranty

CO2Meter warrants the products to be substantially free of defects in workmanship and materials
when used for their intended purposes for a period of either one (1) year or ninety (90) days from
the date of shipment of the applicable products as specified for each product on the individual
product pages located at www.co2meter.com (the “Manufacturer’s Limited Warranty”). No employee
or representative of CO2Meter may alter the terms of the Manufacturer's Limited Warranty verbally
or in writing.

To take advantage of the Manufacturer's Limited Warranty, the product must be returned to us at
your expense. If after examination, we determine that the product is defective, CO2Meter at its
election will repair or replace the defective product. The foregoing is the customer’s exclusive
remedy in the event of a valid warranty claim.

Notwithstanding anything contained herein, the Manufacturer’s Limited Warranty shall not apply to:

(i) any product that has been customized, altered, or repaired by any person not authorized to do so
by CO2Meter; or (ii) any product that has been subject to misuse, neglect, or accidental damage. This
warranty does not apply to calibration of any product.

In the event of an alleged warranty claim, you agree to contact us to request a return authorization
prior to returning any products to us. We will only honor valid warranty claims of which we have
been given notice prior to the expiration of the applicable limited warranty period. You agree to
comply with all commercially reasonable rules and policies governing warranty claims which we may
institute from time to time. Such rules and policies may be located at
www.co2meter.com/pages/fag#warranty.

If you return a product to us, and we determine in our reasonable discretion that it falls within an
exception to the Manufacturer’s Limited Warranty as described herein, we will have no obligation to
you other than to return the product(s) at your sole cost and expense.

It is our customer(s) responsibility to share your application with the CO2Meter sales team so they
can help identify any potential issues your application may cause with our devices. Important
information to share will be: expected CO2 concentration, temperature, humidity, and any other
particles or gases in your application. Applications with interfering gases can damage our sensors
and devices. Those applications with high humidity can damage the electronics and the CO2 sensors
beyond repair.
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Product Returns

If any Product fails under normal use, you may return it to us, by first submitting a customer case
support ticket (click here). Policies and procedures for returns and refunds related to the same are
located at www.co2meter.com/pages/faq.

All returns for refund after thirty (30) days from shipment of the applicable product will incur a 25%
re-stocking fee. No product will be accepted for return or refund after 45 days from shipment.

Non-refundable clause, if a product is refunded, and your purchase included a calibration certificate
charge, due to the calibration being a service, not an actual product item your refund will not include
the certification charge in your refund.

Support

If the User Manual/Installation guide above does not contain the needed operation,
installation or trouble shooting information, please contact CO2Meter at:
Support@CO2Meter.com

Contact Us

We are here to help! For information or technical support, please contact us using the
information below. For further guidelines on CO2Meter Terms & Conditions, click here.

support@co2meter.com

- (386) 256-4910 (Technical Support)
. (386) 872-7665 (Sales)

2 www.CO2Meter.com

CO2Meter
105 Runway Drive
Ormond Beach, FL

32174 USA
877-678-4259
M-F 8:30am-5pm EDT
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