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1.Shut off  the hot and cold water sup-
ply under sink,Plug sink drain with 
cloth to avoid losing samll parts,Re-
move old faucet.

2.Insert the spout assembly into the 
hole.Install the plastic washer, metal
washer, and the threaded ring.Position 
the screws to the front and back.Tight-
en the screws.
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If you have followed the instructions carefully and your faucet still does not work properly,
take the following corrective steps:

PROBLEM CAUSE ACTION
Aerator drips or has inconsistent 
water flow pattern

Aerator may be dirty or not 
seted properly

Unscrew aerator with aerator
key and clean out debris

Drain is leaking Washers may be compromised
or installed incorrectly

Check washers to make sure 
they are installed correctly and 
not cracked

5. a. Remove Cap and Spr Lng 
        Mechanism by turning the 
        cap counter clockwise.  
    b. If the cap comes off first, Hold  
        the Spring Mechanism with 
        pliers and gently turn 
        counterclockwise to rem ove.  
    c. Clean drain body .
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3. Connect and tighten the supply hose.
Check for leaks.
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4. Install drain body up through the 
drain opening and reattach the flange 
onto drain body, holding the drain 
body in position with pivot rod open-
ing facing the back of sink. Tighten the 
mounting nut by hand.
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6. Remove AERATOR and tum faucet 
handles all the way on. Turn on hot 
and cold water supplies and flush water 
lines for one minute. Check all connec-
tions for leaks. Reinstall AERATOR.  
You new faucet is now ready to use.
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