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Finer Form Situp Elite

ADJUSTMENT INSTRUCTIONS
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Step 6
Attach Reverse Crunch Handle (9) to Seat Pad Frame (6). Use Internal Hex Cap
Screw M8*40 (15) and Arc Washer D8 (20). Tighten the screws. 

ASSEMBLY INSTRUCTIONS

Seat Pad Frame (6)

Reverse Crunch Handle (9)
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Adjust floor levelers on both 
sides of the feet to stablize the bench. 

Adjust the floor leveler until it 
touches the floor. Make sure the bench

bears even force on the floor.

Adjust the feet supporting frame to
a comfortable position. Tighten the screw.

Adjust the angle to desired position.
Tighten the screw.



Thank you for your purchase.
Please contact us if you have difficulty with assembly or need replacement parts.

Finer Form Customer Care is here to assist you.

Email: info@finerform.com
Please attach your name and order number so that we can assist you further.

For exercise instruction videos, please check out our Youtube Channel: Finer Form

Visit finerform.com for savings on more gym-quality fitness equipment 
for your home or office.

Enjoy the convenience and simplicity of working out where, and when you need to.
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LIMITED WARRANTY 

For a period of 1 year from date of delivery, Finer Form warrants that this product 
will be free from defects in materials and workmanship. 
This warranty is not transferable. 

Finer Form will not be liable for any loss or damage, including incidental or 
consequential damages of any kind, whether based upon warranty, contract or 
negligence,and arising in connection with the sale, use or repair of the product.

This warranty does not cover damage caused by accident (including in transit), 
repairs or attempted repairs by any person not authorized by Finer Form, 
or by vandalism, misuse, abuse, or alteration.

In order to obtain service under this warranty, use the following procedure:
1) Contact customer service info@finerform.com
2) Be sure to include the order number, receipt, name, phone number, and brief 
statement concerning the part in question.

@Finer Form. All rights reserved.

Step 4
Attach Seat Pad Frame (6) to Adjustment Tube (5) and Base Frame (1). Use Lock
Nut M10 (17), Flat Washer D10 (18) and Screw M10*110 (13). Tighten the screws.    

Step 5
Attach Feet Adjustment Frame (7) to Seat Pad Frame (6). Use Screw M10*100 (14),
Lock Nut M10 (17), and Flat Washer D10 (18). Tighten the screws. Insert Feet
Supporting Frame (8) into Feet Adjustment Frame (7).   

ASSEMBLY INSTRUCTIONS
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Step 2
Attach Adjustment Frame (4) to Base Frame (1). Use Screw M10*110 (13),  
Flat Washer D10 (18), and Lock Nut M10 (17). Tighten the screws. Insert 
Adjustment Tube (5) into Adjustment Frame (4).

Step 3
Attach Head Pad (11) and Back Pad (10) to Seat Pad Frame (6). Use Internal 
Hex Cap Screw M8*40 (15) and Flat Washer D8 (19). Tighten the screws.

ASSEMBLY INSTRUCTIONS PRODUCT SAFETY
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Adjustment Frame (4)

Adjustment Tube (5)
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Part 1 Part 2  Part 3 

Step 1
Attach Front Base Tube (2)  and Rear Base Tube (3) to  Base Frame (1). Use
Carriage Bolt M10*55 (12), Cap Nut M10 (16), and Flat Washer D10 (18). Tighten
the screws.

Part 4 

 Base Frame (1)

 Front Base Tube (2)

Rear Base Tube (3)

Adjustment Frame (4)

Adjustment Tube (5)

Seat Pad Frame (6)

Feet Adjustment Frame (7)

Feet Supporting Frame (8)

Reverse Crunch Handle (9)

Back Pad (10) Head Pad (11)

PRODUCT DIAGRAM

PART LIST

ASSEMBLY INSTRUCTIONS

Part 5 Part 6 Part 7 Part 8 

Part 9 Part 10 Part 11

Part 12 Part 13 Part 14 Part 15

HARDWARE LIST

Part 16 Part 17 Part 18 Part 19

Part 20 Part 21 Part 22

 Base Frame x1  Front Base Tube x1 Rear Base Tube x1 Adjustment 
Frame x1

Adjustment 
Tube x1 Seat Pad Frame x1 Feet Adjustment

Frame x1
Feet Supporting

Frame x1

Reverse Crunch
Handle x1

Back Pad x1 Head Pad x1

Carriage Bolt 
M10*55 x4 Screw M10*110 x3 Screw M10*100 x2 Internal Hex Cap

Screw M8*40 x8

Cap Nut M10 x4 Lock Nut M10 x5 Flat Washer D10 x14 Flat Washer D8 x8

Arc Washer D8 x2 Fork Wrench x2 Hex Wrench x1

 Base Frame (1)

 Front Base Tube (2)

Rear Base Tube (3)
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