
INSTALLATION INSTRUCTIONS
ALVIUS01G 

ALVIUS01B
ALVIUS02G 

ALVIUS02B



1

3.2mm

6mm



Assembly Drawing 

[1]  4xRound Screws M4x30
[2]  1xWall Profile
[3]    4xWall Plugs
[4]  3xScrew Cover Caps Washer
[5]  3xScrews M4x10
[6]  3xScrew Cover Caps

[7]  1xFixed Panel
[8]  

  
1xRound Screws M4x20

[9]  1x Support Bar
[10]  1xSupport Bar Washer
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  [11]  2x Post Caps
[12]  1xWall Post Cap
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[13]  1xRound Screws M4x4
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Step 1
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Mark the location of the wall profile holes on the wall
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Make sure your measurements are correct and 
that they match the tub and door before you drill the holes
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Drill  and install wall plugs on the wallStep 2



Step 3

Step 4
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Mark the location of the wall profile holes on the wall
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 INSTALL THE WALL JAMB / INSTALLER LE JAMBAGE 

a. 2

Install the panel in the wall profile 



Step 5
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Install support bar
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Note: Level: 100% 
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Step 6
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Step 7

Adjust the shower enclosure 

Adjust the level. Drill holes at the wall profile and corner profile 
separately with Φ3.2 screws.

 Fix the holes with M4*10 screws and caps 
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24 hours

All sealant should be applied to the outside. 
Seal top to bottom between the wall profile 
and the wall.Seal the the bottom between 
the tray/floor and the glass/rail/profile and 
approx. 50mm vertically  between the wall 
profile and the glass. 

Allow 24 hours for silicone to dry before use.

Seal the shower enclosure
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