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Thunderbolt 3 , 40Gbps 
87W Power Supply 
Pre-installed NVMe storage if applicable.
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1.. Open Disk Utiliity
       -  Utility.

2.. Select your Thunderbolt 3 Dock  
underneath represents the volume associated with that device. Click on the volume level.

3.
4.
5.  
6.
7.

1. Right-click Start button and click Disk Management.
2. In Disk Management, right click the Unallocated partition near the bottom of the window that
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Installing your NVMe SSD

disconnect the power supply and  Thunderbolt 3 Dock  
 performing the NVMe SSD installation.

Perform the installation on a clean, soft surface and use a grounded electrostatic wrist band while    
installing the NVMe SSD.

-Remove the 2 screws holding the NVMe slot cover with a #1 phillips screw driver.

Once the film is removed proceed with installing the NVMe SSD. Remove the screw that will securely hold 
the NVMe in place.

Next:
Remove the orange plastic film cover from thermal conductive silicone pad located on the reverse side of  
the NVMe cover.

Film shown removed from cover below.

Carefully install the NVMe in the M.2 socket and replace the screw that securely holds the NVMe in place.



Once the NVMe SSD is installed, correctly place the cover back on Thunderbolt 3 Dock and replace the 
cover screws. When installing cover screws tighten evenly alternating between the two screws until 
they are snug.

*cover can only be installed in one direction.

Once the cover is re-installed you can proceed to the formating instructions located in the 
"Getting Started" section of this manual. 

Please note that the maximum thickness for an M.2 in the Dock is 80mm

Below is a list of reccomended M.2 disks:
   WD black nvme
   Crucial P1
   Intel 660p  
   Intel 760p
   Samsung 970 evo

*Please visit our website for an updated list of compatiable drives 
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Specs and features

Interface
x2 - Displayport 1.2 
x2 - USB 3.0 type-A 
x1 - M.2 socket for NVMe SSD
x1 - Mic input 

x2 - Thunderbolt 3 ports
x1 - SD (UHS-II)
x1 - USB 3.1 Gen 2, type-C
x1 Audio output
x1 Gigabit Ethernet

Features
Supports Thunderbolt 3, 40Gbps
Supports Thunderbolt 3 Daisychain (up to five [5] additional Thunderbolt 3 devices)
Single 5K @ 60Hz (5120x2880) Or dual 4K @ 60Hz
Thunderbolt 3 supports 87W power delivery
SD (UHS-II) transfer speeds up to 270MB/s
USB 3.1 Gen 2, type-C supports PD 5V @ 3A
M.2 socket supports PCI-e Gen.3 x2
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