Parts Index:-

@@ <« screw M6 x25mm -2 Pcs _
<+«—— Coiled Cup—-1Pc

{mummm <——  Screw M6 x 40mm — 2 Pcs Cup Insert — 1 Pc

.
«—— Lock Washer — 4 Pcs
<+«——— Rear Handlebar Mount Bracket — 1 Pc

<«—— Plain Washer — 5 Pcs

«—— (C —Bracket—1Pc
«—— W —Bracket—1 Pc

Front Handlebar <«——— Mirror Mount Bracket
Mount Bracket — 1 Pc

Rubber Spacer

For 7/8" Bar— 1 Pc
4—
For 1" Bar—1 Pc

a
<«—— Lock Nut M6 — 4 Pc
—

Option 1:- Mirror mount installation

Vehicle Mirror

C&W bracket should be
installed at a suitable height
for safe maneuverability

of your handlebar.
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Option 2:- Handlebar mount installation
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Use thicker rubber spacer when installing on 7/8” bar or
use thinner rubber spacer when installing on 1” bar.

NOTE : NO RUBBER SPACER IS REQUIRED WHEN
INSTALLING ON 1.25” BAR

C&W bracket should be

installed at a suitable height

for safe maneuverability

of your handlebar.
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