= # Integrated hard hat protection.

Z-Link® Radiant Heat .

Gold coated visor reflects radiant
heat, minimizing heat transfer
while ensuring eye protection. I

Aluminized flame resistant shoulder cape,
top cover, and rear cover protects you from
splashes, sparks and radiant heat.

H Clip-on visor requires no tools for
easy detachment and replacement.

: #l Secured cape ensures
et the hood moves with you for
greater range of movement.

Large visor lift tab
enables you to easily
raise and lower visor
while wearing gloves.
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For more information visit
. rpbsafety.com/z-link-radiant-heat

Certifications

All Z-Link® certifications apply.

1ISO900I ce2797

CERTIFIED COMPANY
EN14594:2005 3B

EN12941:1998
+A2:2008 TH3PRSL
RESPIRATORY PROTECTION
A—
PAPR & SAR Type C EN352-3:2002
HEARING PROTECTION

Only in conjunction with 18-533 earmuffs.
A

) EN397:2003+A1:2009
ANS’ HARD HAT PROTECTION
IMPACT CLAUSES
$3.19 —
HEARING PROTECTION EN166:2001CLASS IF

Only in conjunction with 18-533 earmuffs. EYE & FACE PROTECTION
A

Z89.1

HARD HAT PROTECTION
Type1ClassC
— C

Z87+
EYE & FACE PROTECTION Certified Model
Modele certifié
A

» CSAZ94.3-15
« EYE & FACE PROTECTION
Class 7D Respirator Facepiece
BSI Certified Product PROTECTION DES YEUX ET DU VISAGE
AS/NZS 1716:2012 Masque respiratoire classe 7D

BMP# 714303
RESPIRATORY PROTECTION
——

AS/NZS 1801:1997
BMP# 714306
HARD HAT PROTECTION

Not all configurations conform to this standard.
Please visit rpbsafety.com for more details.

AS/NZS 1337.1:2010
BMP# 714304
EYE & FACE PROTECTION




