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PRODUCT SPECIFICATIONS

9.6” 3.4”

9.6”

50,000
HOURS

WET
LOCATION

RATED

110-277V AC 
VOLTAGE

5200-8400
LUMENS

175-400W 
HPS/HID

REPLACEMENT

1200

BEAM 
ANGLE

INSTANT 
ON

NO HUMMING/ 
BUZZING  

9.6” 3.4”

Weight 2100g 
Dimensions 9.6” x 9.6” x 3.4”
Diameter 13.57"

9.6”

The Parmida LED Technologies™ LED Canopy 
light is an ideal modern solution to illuminating 
commercial spaces including parking lots, 
gas stations, retail spaces, and more. This 
dependable, easy to install light provides optimal 
lighting for applications without any blind-spots 
or light pollution caused by most commercial 
lighting products. Constructed with a rugged, 
rust proof die-cast aluminum housing and 
finished with a UV stabilized powder coat paint, 
this product will be protected against fade and 
wear and maintain its durability over time. This 
product is built with Steady-Dim technology and 
is compatible with 0-10V dimmers.

LEd
canopy  
LIGHT dimmable 

0-10v

Item Number

Wattage

Lumens

Voltage

Equivalent

Beam Angle

Dimmable

Material

CCT

CRI

LED Driver Type

Base type 

Life

Efficiency

Certification

Warranty

PLED-CNP45W5K

45W

5200lm

120-277V AC

175-200W HPS/HID

1200

Yes. 0-10V

Die-Cast Aluminium

5000K, Day Light

>80

Isolated Driver

Direct Wire

50,000Hours

80%

DLC, ETL 

5 Years

PLED-CNP70W5K

70W

8400lm

120-277V AC

350-400W HPS/HID

1200

Yes. 0-10V

Die-Cast Aluminium

5000K, Day Light

>80

Isolated Driver

Direct Wire

50,000Hours

80%

DLC, ETL 

5 Years
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