


STEPS FOR INSTALLATION contd.

STEP7
Optional Mounting

/ Side wall

6. Connect the remote driver box to the luminaire and
tighten the nut connector by hand.

7. Place remote driver box thru the cut-out hole. If remote
driver box needs to be attached, use provided keyhole
fittings on the back of the box to hang it using round head
screws (not included).

_, Round
—~ Head
Screws

8. Pull the spring clip on the fixture up and through the
ceiling hole and place luminaire in the hole making sure
the spring clips are holding securely.

9. Turn the power back on. If the luminaire doesn’t
illuminate within 5 seconds, turn power off, carefully
remove the luminaire and double check all wiring.

WARNING:

* Do not place your hand underneath spring clip during removal
process. Snapping of the clips can cause injuries to the hand. STEP9

+ Do not use any other driver except Parmida lighting driver that is . o
included with the fixture. —l° o
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COMPATIBLE DIMMER LIST:

LUTRON LEVITON EATON

+ MACL-153M-WH * NO.6683-IW + SALOGP
+ DVCL-153P +NO.6633-POG

+ DVLV-600P-WH-CSA *NO.6681-W

+ D-603PGH *6613-PLW

+ AY-600P-WH-CAS +NO.6631

+ D-600P-WH *NO.6621

* NOTE: The above table shows dimmers that have been tested and have demonstrated proper operation under normal conditions.

*The absence of a dimmer from this chart does not necessarily imply incompatibility.
Please visit our website www.parmida.com or contact our customer support team for more details.

Parmida LED Technologies Customer Service: +1 (844)-727-6432



