
8584 P a r m i d a
L E D  T e c h n o l o g i e s

P a r m i d a
L E D  T e c h n o l o g i e s

D
O

W
N

LIG
H

T
STR

IP LIG
H
T

PRODUCT SPECIFICATIONS

48” 4.75”

3 .85“

The Parmida LED Technologies™ LED 
Ready Strip Light Fixture is designed 
to efficiently illuminate your desired 
space. This fixture comes with two 4FT 
T8 light tubes and is suitable for surface 
or suspension mounting. Suspension 
mounting cable accessories are included. 
Multiple knockouts are located on the 
fixture for hard pipe wiring through ends 
for continuous row mounting. This fixture is 
constructed with a powder coated solid die-
formed, cold-rolled steel housing. 

50,000
HOURS

DAMP
LOCATION

RATED

120-277V AC 
VOLTAGE

4400
LUMENS

100 WATT
REPLACEMENT

3000

BEAM 
ANGLE

INSTANT 
ON

NO HUMMING/ 
BUZZING  

48”

3.85”

4.75”

Weight 1976g 
Dimensions 48” x 4.75” x 3.85”

4' LED   
strip 
light 2 t8   4Ft   tubes

included

Item Number

Wattage

Lumens

Voltage

Equivalent

Beam Angle

Dimmable

Material

CCT

CRI

LED Driver Type

Base type 

Life

Efficiency

Certification

Lens Type

Warranty

PLED-4STR/2LED

36W

4400lm

120-277V AC

100W

3000

No

Solid die-formed, Cold rolled Steel

5000K, Day Light

>80

Integrated Driver

Direct Wire

50,000 Hours

64%

ETL 

Frosted

5 Years


