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PRODUCT SPECIFICATIONS

4.4” 2”

0.0 “

The Parmida LED Technologies™ PAR36 
LED Bulb is an enhanced and modernized 
landscape light that will produce a wide 
spot beam spread angle. Wet location rated 
and fully encapsulated to help prevent 
moisture penetration, this PAR36 LED flood 
light is perfect  for  outdoor  landscape 
applications. Black body to match most 
PAR36 landscape housings for an elegant 
finish and to minimize the appearance of 
unsightly weathering.

35,000
HOURS

WET
LOCATION

RATED

10-18V AC/DC 
VOLTAGE

1000
LUMENS

100 WATT
REPLACEMENT

400

BEAM 
ANGLE

INSTANT 
ON

NO HUMMING/ 
BUZZING  

4.4”

4.4”

2”

0.6”

Weight 212g
Dimensions 4.4” x 4.4” x 2”

LEd  par36
LIGHT  bulb  (12V)
Water  resistant

Item Number

Wattage

Lumens

Voltage

Equivalent

Beam Angle

Dimmable

Material

CCT

CRI

LED Driver Type

Base type 

Life

Efficiency

Warranty

PLED-NPAR3615W3000K-IP67

15W

1000lm

10-18V AC/DC

100W

400

No

Aluminium

3000K, Soft White

>80

Integrated Driver

G53

35,000 Hours

86%

5 Years

PLED-NPAR3615W5000K-IP67

15W

1000lm

10-18V AC/DC

100W

400

No

Aluminium

5000K, Day Light

>80

Integrated Driver

G53

35,000 Hours

86%

5 Years


