
Installation Instructions

1. Drain the stock radiator and dispose of used fluid according to your local regulations. Use 

care in disposal, antifreeze is toxic.

2. Remove the stock radiator and unplug the fan from the ATV.

3. Remove stock radiator hoses from the engine (retain hose clamps)

4. If you are installing this kit on a Honda 420 Rancher, you will need to secure the control 

module to the frame using zip ties.

 . The factory overflow bottle will be reused and need to be zip-tied to the frame in factory 

radiator location position it so the fill neck is accessible from access panel in front.

6. Preassemble the new radiator relocating kit. Assemble the frame using the 1⁄4 x 3⁄4 button 

head bolts (12ea), 1⁄4 lock nuts (12ea), and 1⁄4 flat washers (12ea). be sure to install the 

mesh last and not between the two pieces of frame. (NOTE: mesh may need to be 

trimmed to fit bolt holes, it tends to shift during powder coating.)

7. Where the bottom of the stock radiator attaches to the frame there are two rubber grommets 

that you will need to place in the two center holes at the base of the new face plate. 

Once they are installed insert the bottom of the radiator into the grommets.

8. You will need to trim the stock fan so that it will fit into the new shroud.

9. Once the grommets are installed and the fan has been trimmed, insert the bottom of the 

radiator into the grommets.

10. Next using the two large 1⁄4” x 5” bolts or 1/4” x 2.5” bolts connect the fan to the brackets. 

Secure them using 1⁄4” flat washer and 1⁄4” lock nuts. Place a 1/4” washer on the bolt, push it 

through the connecting point of the frame. Then slide the bolt through the fan and secure it with 

a 1/4” washer and 1⁄4” lock nut.

11. Once the kit is assembled, place the kit on the front rack and loosely connect the U-bolts to 

the frame.



12. Mark all hole to be drilled for the radiator hose then remove the radiator from the rack.

13. Drill the hole in the plastic, it needs to be 1” in diameter.

14. Connect lower radiator hose to the engine route up thru hole in plastic and cut to length. 

Secure the hose to the lower portion of the radiator with the clamp previously taken off.  

15. You need to insert the hose through the hole you drilled in the plastic as you are installing 

the radiator relocation kit to the rack.

16. Connect the new upper hose to engine route up thru hole in plastic and connect to upper 

radiator using hose clamp previously taken off..

17. Connect the radiator to the rack using the 1⁄4” U-bolts, 1⁄4” washers and 1⁄4” lock nuts 

provided in the kit.

18. Locate the access panel and cut a 1” hole in the center.          

19. Push fan wire through the access panel and attach the access panel to the ATV.

20. Use zip ties to secure all lines, hoses, and wires so that they do not allow rubbing.

21. Fill the radiator with factory approved fluids and make sure to check levels after riding a 

short distance. Air can get trapped in the system so make sure that it is properly filled. 

Fill over flow bottle to the middle mark that is indicated on the bottle.

Thank you for your purchase from JB-FAB Custom ATV & Fabrication. Any questions comments 

concerns please contact us and let us know.

If you see a way to improve upon these instructions or kits please let us know.

    


