


Introduction 
POWER SOURCE 

Use car charger (5V 2.5A) to get power from the cigarette lighter.  

WARNING 

Please keep the DASH CAM plugged into the power, plug and play it. The built-in battery is only designed for 

emergency recording. When you unplug the power cable, it will shut down immediately to save the energy for 

emergency recording. 

 

MAIN FUNCTION OF THE CAMERA 

Dual lens Record 

-Equipped with dual lens camera, PEZTIO DASH CAM provides you double safety. 

-Front camera: 170° wide angle. Resolution: 1080P/720P     

-Rear camera: Resolution: 720P 

Loop Record 

The Loop recording video can be set the timing 1 min, 3mins or 5mins. It will save the vital videos in case losing or 

damaging the videos when an accident occurs, the SD card slipped out or the power connection is loosening. 



Emergency Record 

-Parking Guard: When the physical movement of the vehicle is detected; the DASH CAM will power on and start 

recording a protected video. If no further physical movement is detected, then the DASH CAM will return to standby 

mode. 

-Gravity Sensor: When there is a severe bump in vehicles, the video will be locked and will not be deleted by cyclic 

recording. 

 

Package Content 

 

 

 

 

 

Mirror Dash Camerax1           Rear camera x1      Charger x1           straps x1pair 

 

 



Product Structure 

 

 

 

 

 

 

 

No. Name Operating instruction 

1 Power interface Connect the supplied car power. 

2 Rear lens interface Video input of rearview camera. 

3 SD card slot Insert the Micro SD card here 

4. Power key Long press to turn on/off; Short press it to turn on/off the screen. 

5 Touch screen/Display screen 9.66-inch high definition screen; Touch panel can be clicked to substitute for keys. 

6 Reset key Restart and reset key of system; 



Install the SD card 
Insert SD card: correctly insert the SD card according to indicated direction of SD card notch on the device. Hold 

down the card until hearing a click and inserting it in place.  

 

 

 

 

Note: 

- The SD card needs to be formatted before the first use.  

(To know how to format the SD card, please come to the System setting part) 

- Video storage of the recorder has a higher running speed requirement for the card, so please insert a suitable Micro 

SD card (Class 10, 48/Mbps) into the DASH CAM. 

- Use the edge of a small coin (or similar object) to push the SD card in place if required. Take care that card has 

'clicked' into place, a second push inwards will release the SD card. 

- Do not remove or insert the SD card when the DASH CAM is turned on. This may damage the SD card. 

- Take care when removing the SD card from the DASH CAM when it is installed in the vehicle. Due to the card slot 

mechanism the card will spring from the slot when released. 



Install the front camera 

1 Ensure the vehicles existing rearview mirror is clean and free of grease or dirt; this is so the DASH CAM achieve 

maximum grip. 

2 Attach the DASH CAM to the vehicles existing rear-view mirror 

Holding the metal edges of the DASH CAM place it onto the vehicle's rear-view mirror. Take care that two rubber 

anti-slip mat are placed onto the rear-view mirror's glass, not sitting upon the plastic edge of the rear-view mirror. The 

lens can be extended to accommodate different rearview mirrors. 

DO NOT push directly on the DASH CAM's glass. Route the cables through the top ceiling and the A-pillar so that it 

does not interfere with driving. 

 

 

 

 

 

 



3 Attach straps 

There is a set of straps supplied with the DASH CAM. 

Attach the upper end of the straps to the retaining 

hooks on the top of the rear-view mirror, then extend 

the straps around the back of the rearview mirror and  

attach them to the bottom retaining hooks.  

 

4 Route cable and connect power 

Plug the supplied car power cable into the 12-24Vdc  

outlet of your vehicle and then connect the Mini USB  

plug to the DASH CAM. Route the cables through the 

top ceiling and the A-pillar so that it does not interfere  

with driving.  

Note： 

The DASH CAM will automatically power on and start  

recording once power is available. 

 



Install the rear camera 

There are two methods to place the camera: 

Mode 1: Mount on the rear windscreen. Package includes a 3M glue for the rear camera. Please clean the rear 

windscreen and find an appropriate position before you stick the rear camera onto the windscreen. 

Mode 2: Mount near the license plate. Package includes fixing screws to help you fix it. 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

Please connect the cables as shown above: 

- Connect the socket to the DASH CAM’s rear camera interface. 

- Connect the red cable to the positive lead of reversing lamp. 

Note: 

-If the video and light need to work together while reversing, connect the red cable to the positive terminal of the 

indicator light. 

-Take the help of a professional to install the device. Before installing, please confirm if there are any tiny adjustments 

required. 



Basic operation 

 

 

 

 

-Slide up or down by pressing the touch screen anywhere to adjust the angle of view of the front/rear lens; 

-Slide left or right by pressing the touch screen anywhere to switch between the front lens/rear lens display interfaces. 

 

Interface & Function instructions 

Main interface 

 

 

 

 

 



A. Video recording button: This button is red to indicate that the device is in the video recording mode. 

B. Sound recording function button: Touch this button to turn on/off the recording sound. 

C. Brightness adjustment button 

D. Playback button: Click this button to enter the playback interface and watch the recorded video. 

E. Start/pause recording button: Click this button to start/pause the recording. 

Note:  

To protect the SD card, the setting button & playback button are invalid when the camera is recording video. Please 

stop recording video when you want to playback the files or adjust your setting. 

F. Capture button: Press this button in the video recording state to capture the picture. 

G. Manual lock: Press this button to protect the current files from overwriting.  

H. Setting button: Click this button to enter the video setting & general setting page. 

I. Date & Time: Show the current date & time. 

 

 

 



To adjust the Brightness of the screen 

 

 

 

 

 

 

 

1.Click the brightness adjust button to show the display brightness adjustment bar. 

2.Press A to reduce brightness. Press B to increase brightness (This progress bar can’t be slid). 

 
Playback the video/image 
Click the playback button to enter the playback interface and watch the recorded videos/images. 

 

 



Playback Mode interface 

 

 

 

 

 

Normal Video files 

The unprotected files. When the SD card reaches it storage, the oldest unprotected files will be overwritten by the 

latest files if you turn on the loop recording function. 

Emergency files 

The protected files, the files can’t be overwritten by the loop recording. These files are generated by G-sensor, parking 

guard and manual lock.  

Image files 

The image files you’ve shot. 

(Press the files type you want to replay and enter the file select interface) 

 



File Select interface (Click the files to replay) 

1. Return to the previous directory 

2. Press to select the front camera video 

3. Press to select the rear camera video 

4. Scroll up 

5. Scroll down 

6. Protected sign: indicates that this file is protected 

7. The date & time of the video 

8. Video length 

Replay interface 

1.Current time of the video 2.Current video length 

3.File name    4.Protect/Unprotect files 

5.Previous Video 6.Play/Pause 

7.Next Video  8.Delete the file 

9.Return to the previous directory 



Adjust the video setting 
Click the setting button on the main interface, then click the “Video Mode” to enter the video setting menu. 

 
Video Resolution: 

Select recording resolution of the High-resolution file, this will increase or decrease the quality of the recorded video. 

Options: 1080P, 720P (Default Setting: 1080P) 

Loop Recording: 

Select the duration of the individual recorded video files. The DASH CAM will continue recording, filling the SD card. 

When the SD card becomes full, the oldest file will be automatically deleted to make space for the new recording. 

Note: Protected files will never be deleted. 

Options: Off, 1min, 3mins, 5mins (Default Setting: 1min) 

Gravity 



Turn Off or adjust the sensitivity of the built in G Sensor. The G Sensor detects forces which will automatically protect 

the current recording in event of a collision. 

Options: Off, High, Medium, Low (Default Setting: Off) 

Parking Guard 

Should physical movement of the vehicle be detected, the DASH CAM will power on and start recording a protected 

video. If no further physical movement is detected then the DASH CAM will return to standby mode. 

Options: On, Off (Default setting: Off) 

Sound Record 

Turn On / Off the microphone. 

Options: On, Off (Default Setting: On) 

 

Adjust the system Setting 

Click the setting button on the main interface, 
thenclick the “General Setting” to enter the 

system setting menu. 

 



Function Description Options Default setting 

Beep Turn on/off the key sound. On/Off On 

Power Off 
Automatically power off when the camera is not 

recording. 
Off, 1Min, 3Mins 1Min 

Clock 

Settings 
To set the Date & Time. 

Note: Press “-” or “+” button to adjust the 

setting, press OK to enter the next options. 

Language Select the system language. English, etc. English 

Flicker Select the screen refresh rate. 50Hz, 60Hz 50Hz 

LCD Power 

Save 

Turn on the Power Saver function to shut down 

the screen after 1Min/3Mins of button inactivity, 

press the power key to re-activate the display. 

Off, 1Min, 3Mins 1Min 

Reset 

Setup 
Reset the DASH CAM to the default settings. 

Support Email:  

support-usm@peztio.com 
Format SD 

card 

Format the inserted SD card, this will delete all 

content. 

FW Version Current Version Number. 



Q&A 
Q: The camera shuts down once unplug the power cable? 

A: You need to plug it into the power all the time to make sure the normal record. The built-in battery is designed 

to support the emergency recording function. 

Q: When I press the button, nothing happens? 

A: This is normal during recording. Stop the recording before pressing the replay & setting button. 

Q: The date & time on my DASH CAM is incorrect? 

A: This time is the time when the product leaves the factory. Please calibrate in the general settings. 

Q: The DASH CAM is no response? 

A: Press the reset key in the back of the camera. 

Q: Cannot see the reversing guide image when reversing? 

A: Please check the wiring and make sure the RED LINE of the rear camera is correctly linked to the POSITIVE 

ELECTRODE of the reserve light. 

Q: Find the DASH CAM a little heated after a period time of use. 

A: The camera has the metal frame with good thermal conductivity for extended life of cam. The Operating 

temperature is designed between -10℃ to 60℃, don’t worry, it is a common phenomenon. 



Q: Unresolved issues 

A: Reset the DASH CAM to the default settings within the general setting and try again. Should the problem 

persist contact us by support e-mail. Technical support email: support-usm@peztio.com 

Q: The SD card cannot be read, stop recording? 

A: Use a good quality branded SD card between 8GB and 32GB (Class 10 or UHS type 1) and format the card 

within the Setup menu. 

Q: I can't delete files on my SD card within the DASH CAM. 

A: Check to see if these files are 'protected', if so please 'un-protect’ the file as we mentioned above. 

Q: Video file playback is jumpy 

A: Remove the SD card and reformat to remove non-contiguous files. For best recording use a quality branded 

class 10 type (48MB/s) or UHS type 1 micro SD card of 8 to 32GB recommended size. 

Q: The screen is too bright for nighttime driving 

A: You press the power key to shut down the screen or press the brightness button to adjust the brightness 

button. 

 

 



Product Specification 

Sensor Model 170 Degree Wide Angle Lens 

Display Screen 9.66 inches IPS Touch Screen 

Video Format MOV 

Image Format JPEG 

SD Card SD card (Up to 32GB) 

Operating temperature -10℃ to 60℃/14℉ to 140℉ 

USB Function USB-Disk/PC camera 

Power interface 5V/2.5A 

Build-in Battery 800mAh battery for Emergency backup power 

We provide quick respond technical support within 24 hours to our every customer. 

For any unsolved issues, please feel free to contact us via the following email address: 

support-usm@peztio.com 


