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T H E C A S P R S T O R Y

C O M PA N Y T E C H N O LO G Y R E S U LT P R O D U C T S C A N N A B I S 
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W H Y IS C A S P R
T E C H N O LO G Y B E T T E R ?

W E D E V E LO P E D N C C T E C H N O LO G Y

NCC is a proprietary, patent-pending, natural catalytic 

conversion technology that converts ambient humidity 

to measurable amounts of H2O2 with no trace of by-

products (formaldehyde, ozone, etc).

WH AT IS T H E D I F F E R E N C E B E T W E E N N C C & P C O ?

N CC uses high intensity light + proprietary coating to more efficiently complete the 

oxidation conversion process of ambient humidity to H2O2. This eliminates

harmful bi-products and increases the measurable amount of H2O2 when

compared to PCO technology.
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N O T A L L T E C H N O LO G Y 
IS C R E A T E D E Q U A L
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Proven effective agains a broad spectrum of 

clinically relevant pathogens

Continuous pathogen reduction

Safe to use in occupied spaces

No disruption or delayed access to occupied areas 

Continuously eliminates odors

No operator required (true “No Touch”) 

Avoids production of harmful compounds

Filtration UV Light PCOBipolarization
Misters/ 

Sprayers
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Resonates at proprietary frequency

to maximize the conversion of H2O 

(water) and O2 (oxygen) into H202 

(hydrogen peroxide)

H I G H I N T E N S I T Y B U L B
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K E Y C O M P O N E N T S

Made of a proprietary metal that 

reacts when light is applied. The  

honeycomb design is also

proprietary to CASPR (called the

NCC cell)

C ATA LY S T

Houses the power supply 

and provides a reliable,

continuous source of energy

to the bulb

H O U S I N G
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WA L L S A M P L E S | C A S P R V S C O N T R O L
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T A B L E S A M P L E S | C A S P R V S C O N T R O L
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CASPR SAMPLE
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CASPR
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Cannabinoids profile maintained
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Electrical Standard 120/240-volt grounded outlet

Mechanical NCC Technology

Dimensions 23.9” H 23.9” W 5.4” D

Coverage 2500 - 5000 sq. ft. weighs 10.5 lbs.

Air Flow 87.8 CFM

Weight 10.5 lbs.

C A S P R M E D IK
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Electrical Standard 120/240-volt grounded outlet

Mechanical NCC Technology

Dimensions 23.9” H 23.9” W 5.4” D

Coverage 1,500-2,500 sq. ft.

Air Flow 87.8 CFM

Weight 10.5 lbs.

C A S P R B L U T IL E
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Electrical 120/220 VAC, 50/60

Mechanical NCC Technology

Dimensions 13” H x 8.75” W x 10.75” D

Coverage 1,500 sq. ft.

Max Temp 150 F

Weight 10.2 pounds

C A S P R C O M PA C T
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Electrical 100-240 VAC, 50/60

Mechanical NCC Technology

Dimensions 9” H x 10” W x 2.6 D

Coverage 200 sq ft

Max Temp 100 F

Weight 3.5 pounds

C A S P R T R A N S IT
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T H A N K
Y O U

GrowhausSupply.com
sales@growhaussupply.ca




