
Filter Change Instructions

For more in depth instructions refer to your user manual
Change 1 time a year
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REMOVE 
old filters by 

twisting to 
the left and 

pulling them 
away from 

the Elite RO, 
then dispose 

of them.
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5
REPLACE 

the new 
filters in the 

Elite RO, and 
twist to the 

right.

1
CLOSE the Cold Water Supply 
connected to the Elite RO, the 
Feed Water Adapter Valve, and 

the Tank Valve.

OPEN the RO 
Faucet handle 

to release 
pressure.

2
CLOSE handle 

when the 
flow of water 

stops.
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Time Estimate: 8-12 hours (We recommend running 4 full 
tanks of water through your system. Each tank should take 
2-3 hours, depending on your home’s water pressure levels).

NOTE! Do not drink water from your system until you 
have completed System Restart. The flushing process 
is needed for your filters to begin working.

NOTE! Do not send water through your fridge until 
flushing is complete, carbon fines flushed during 
startup will clog your refrigerator.

System 
Restart
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Questions?

NOTE!NOTE! You may notice that the water has a milky color during the 1st week. This is an indication of air bubbles in 
the water. This is normal during this period and the water is safe to drink.

Our customer service 
team is ready to help

1-800-992-8876
support@expresswater.com
Monday - Friday 10am-5pm PST

16 Check for leaks daily during the 1st week of use and periodically thereafter.

6 Turn the Tank Valve 
to the CLOSED position.

7 OPEN the water 
supply to the Elite RO (use 
Cold Water Supply and 
Feed Water Adapter Valve 
- make sure the main 
water supply is also on).

8 OPEN handle on the 
RO Faucet and wait up 
to 10 minutes for water 
to start dripping from 
faucet. Let the water drip 
for 5 minutes.

9 CLOSE the handle 
on the RO Faucet and 
wait 10 minutes for 
pressure to build. Then 
carefully check your Elite 
RO for any leaks (Feel or visually inspect 
every connection point for leaks. If a leak 
occurs, turn the Feed Water Adapter 
Valve OFF).

10 Turn the Tank Valve 
to the OPEN position.

11 Allow the Water Storage Tank 
to fill completely (this takes about 2-3 
hours depending on your incoming 
water pressure). Water flow to system 
will stop once the Tank is filled.

12 Flush the system 
- OPEN the RO Faucet 
handle until the stored 
water is completely 
emptied and the flow is 
reduced to a trickle (about 1-5 minutes).

13 CLOSE the RO 
Faucet handle and allow 
the Tank to fill again.

14 Repeat steps 11-13 three more 
times (about 6-9 hours). (Occasionally 
check for leaks during this time).

15  After the 5th tank is filled you 
may drink the water.


