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TIME SETTINGPOSITION B
In order to adjust the time, pull out the crown to the last notch. Then turn it in 
either direction until the hands indicate the correct time. 

If the crown is pulled to POSITION B while the chronograph is started, the 
chronograph hands will continue to move. This is not a malfunction.
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CHRONOGRAPH 
FUNCTIONS



START/STOP CHRONOGRAPH

RESET CHRONOGRAPH

PUSHER A

PUSHER B

Press button A to start the chronograph. The chronograph hands 
will start moving.

Press button A again to stop the chronograph. The chronograph 
hands stop to indicate the elapsed time.

The center 1/5 chronograph second hand displays the elapsed 
seconds while the 9 O’clock sub-register shows the elapsed 
minutes (maximum 60 minutes)

Press button B to reset the chronograph. All the chronograph 
hands will be reset to “0” position.
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BEZEL 
FUNCTION



The bezel helps calculate the average speed (km/h) over a covered distance (in 
km).  The calculation of the average speed is quickly known by aligning the external 
rotating bezel indicating your covered distance with the internal bezel indicating 
the elapsed time needed to cover the said distance. After doing this, use the arrow 
located on the internal bezel at 9 o’clock to know your average speed. For example, 
if you align your external bezel at 40 km over 30min, the arrow will indicate 80km/h 
on your external bezel.



MAINTENANCE
OF YOUR YEMA WATCH



• Ensure that the crown is perfectly screwed down after winding up the movement and/or setting 
the time and the date. Once the crown is fully screwed down against the case, your YEMA watch 
is guaranteed waterproof. 

• Avoid activities that may expose your watch movement to shocks. 

• Never use chemicals to clean your YEMA watch. Use a microf ibre cloth and wash the metal, 
rubber, fabric bracelets and waterproof cases f rom time to time with a soft brush and soapy 
water. We recommend that you do not use abrasive or corrosive products  (solvents, detergents, 
perfume, etc.). 

• Always rinse your watch with f resh water after it’s been exposed to salt water.

A YEMA watch requires little maintenance. However, some precautions 
must be taken to ensure the durability of your YEMA:



MODELS:

CALIBER: SEIKO VK64

MEANGRAF SUPER R70 | YMHF1576-LM 
 
MEANGRAF SUPER Y70 | YMHF1576-CM
 
MEANGRAF SUPER B70 | YMHF1576-AM



YEMA.COM

YEMA WATCHES reserves the right to modify the 
models illustrated in this publication at any time.


