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21.5” Open Frame, Desktop or Wall Mountable Capacitive 
Touch or Non-Touch Display
M21580-OF - Non-Touch
M21580C-OF - Capacitive Touch

21.5” Open Frame, Desktop or Wall Mountable 
Capacitive Touch or Non-Touch Display
The Mimo Open Frame Series is designed for demanding environments and applications such 
as quick service restaurants, stadiums, financial, gaming, industrial, self-service terminal and 
many other commercial applications. Our Open Frame Series features a specially designed 
injection-molded front bezel so the display can be flush mounted into kiosks, enclosures or 
cabinets and improves the dust- and water-resistant seal level significantly. Our high quality 
display module delivers high-resolution and amazing image clarity. The LED back light not 
only prolongs the work life, but also decreases power consumption and module weight. 
Our open frame series has a compact form factor and can be easily integrated with multiple 
mounting options. Future generation panels can be phased in without external changes. An 
external AC/DC power supply is included.

Features:

• Multi-point capacitive touch screen optional 
   (M21580C-OF)
• Fully compatible with Windows, Linux, and 
Mac OS

Applications:

• POP/POS
• Gaming and entertainment
• Kiosk information system
• Light industrial shop-floor automatic 
operation

Product Specs
Display Size
21.5 inch
Resolution
1920 x 1080
Brightness
300cd/m2
Contrast Ratio
1000:1
Connections
 USB, VGA, DVI, HDMI
Viewing Angle
89/89/89/89
Operating Temperature
0 to 50c
Power Consumption
20W
Mount Pattern
75x100mm or Side Mount 
Brackets
Regulatory Certifications
FCC, CE, ROHS
Warranty
3 year


