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Congratulations on your purchase of a Mimo Monitors Temp Taking CMS Bundle.  This bundle 
contains a Mimo Monitors Android commercial Adapt-IQV tablet, Revel Digital’s CMS, analytics and 
accurate temperature sensing software with a one-year license and a choice of wall mount, desktop 
stand or floor stand/cart.  warnings about letting the unit stabilize to the ambient temperature before 
use, we may also want to include some language as follows: 

This device does not measure internal body temperature directly. When compared to devices that do 
measure internal body temperature, the results may vary, that is expected and normal. 
 
This document captures images of the Mimo 15.6” tablet but includes notes to explain any differences 
from other sizes where applicable. Other than the notes included, the assembly process is the same. 
 

1. Open all boxes. 
2. Assemble/install display to stand/mount including the camera adapter plate using 

the Vesa mounting holes and hardware included.  
 

                          Figure 2-1: Mounting Bracket             Figure 2-2: MCT-DB15 (Used in Desk Mount)    Figure 2-3: FVWM-101 (Used in Wall/Floor Mount) 

 
3. See Figure 3-1 (below) for a full view of the sensor assembly mounted on the tablet. Connect 

the camera and sensor array assembly to the adapter plate.  

                                                                                         Figure 3-1: Sensor Mounted on Bracket/Unit 
1 



Mimo Monitors
info@mimomonitors.com

Sales: 1-855-YES-MIMO (937-6466)
2

4. Attach the tablet to the mount. Orient the unit so that from behind the cables will be on the 
right. Note: The 10” tablets differ from the 15.6” tablets (shown below). If you’re using a 10” tablet and viewing it 
from behind, the cables will be on the left.  

 

                       Figure 4-1: 10” Tablet on Desk Mount    Figure 4-2: 10” Tablet with Wall Mount Figure 4-3: 10” Tablet on Floor Mount 

 
                 Figure 4-4: 15.6” Tablet on Floor Mount         Figure 4-5: 15.6” Tablet on Wall Mount        Figure 4-6: 15.6” Tablet on Desk Mount 
 
 
 
 
 
 
 
 
 
 
 
 
 

5. Plug the two USBs from the sensor array and camera assembly into the tablet. 
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Figure 4-4: 15.6” Tablet With USB Connected Figure 4-5 and 4-6: USB Accessory For 10” Tablet 
 

6. Connect Ethernet cable or power adapter to unit for power. 
7. Turn on the power to the tablet. 
8. Connect to Wi-Fi if not using Ethernet. 

 
9. Turn the power switch off for three seconds and then turn power back on.  
10.The tablet will start up running the Revel software and a Revel Registration Code will appear 

on the screen.  Leave the screen up and running and complete the Mimo/Revel Registration 
form below and email to support@mimomonitors.com . 

 
Within 24 hours, Mimo and Revel will register your device, complete the setup process and contact 
the person at the phone number listed below on the registration form. 
 
 

Mimo / Revel Temp Taking Bundle Registration Form 
 

End User Company Name:_______________________________________________________ 
 
End User Contact Name: (System Admin or person responsible for managing the devices) 
 
____________________________________________________________________________ 
 
End User Contact Phone Number:____________________________ 
 
End User Contact email address:___________________________________________________  
 
End User Address where device is located:___________________________________________ 
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Device Name / Location: (be descriptive, important if multiple devices installed in one location) 
 
____________________________________________________________________________ 
 
Additional Contact Name, Phone Number and email address:____________________________ 
 
_____________________________________________________________________________ 
 
Serial Number of the Tablet:__________________________ 
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4. Attach the tablet to the mount. Orient the unit so that from behind the cables will be on the 

right. Note: The 10” tablets differ from the 15.6” tablets (shown below). If you’re using a 10” tablet and viewing it 
from behind, the cables will be on the left.  

 

                       Figure 4-1: 10” Tablet on Desk Mount    Figure 4-2: 10” Tablet with Wall Mount Figure 4-3: 15.6” Tablet on Floor Mount 

 
                 Figure 4-4: 15.6” Tablet on Wall Mount         Figure 4-5: 15.6” Tablet on Wall Mount        Figure 4-6: 15.6” Tablet on Desk Mount 
 

5. Plug the two USBs from the sensor array and camera assembly into the tablet. 
 
                                                                                    Note: Our 10" tablet will need the included accessory 
                                                                                                                                  (shown below) for double USB port access. 
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Body temperature norms 

(source):  https://medlineplus.gov/ency/article/001982.htm  

Normal body temperature varies by person, age, activity, and time of day. The average normal body 
temperature is generally accepted as 98.6°F (37°C). Some studies have shown that the "normal" body 
temperature can have a wide range, from 97°F (36.1°C) to 99°F (37.2°C). 

A temperature over 100.4°F (38°C) most often means you have a fever caused by an infection or illness. 

Body temperature normally changes throughout the day. 

 

(source):  https://www.mottchildren.org/health-library/tw9223  

You can take a temperature using the mouth (oral), anus (rectal), armpit (axillary), or ear (tympanic). But 
the temperature readings vary depending on which one you use, and you need an accurate body 
temperature to determine if a fever is present. 

Medical research hasn't determined an exact correlation between oral, rectal, ear, armpit, and forehead 
temperature measurements. Generally, the correlation of temperature results are as follows: 

● The average normal oral temperature is 98.6°F (37°C).  
● A rectal temperature is 0.5°F (0.3°C) to 1°F (0.6°C) higher than an oral temperature. 
● An ear (tympanic) temperature is 0.5°F (0.3°C) to 1°F (0.6°C) higher than an oral temperature. 
● An armpit (axillary) temperature is usually 0.5°F (0.3°C) to 1°F (0.6°C) lower than an oral 

temperature. 
● A forehead (temporal) scanner is usually 0.5°F (0.3°C) to 1°F (0.6°C) lower than an oral 

temperature.  

  

Body Temperature Norms
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Temperature comparison table 
The temperature comparison table below will give you the range of temperature correlation with the 
different methods used to take a temperature.  

To use the table: 

● Find the method that you used to take a temperature.
● Find the correct temperature range.
● Look for the temperature range of the other methods that correlates to the method you used. For

example:

Comparison of temperatures in Fahrenheit by method 
Auxiliary/Forehead (°F) Oral (°F) Rectal/Ear (°F) 

             98.4–99.3      99.5–99.9       100.4–101 

             99.4–101.1    100–101.5       101.1–102.4 

           101.2–102    101.6–102.4       102.5–103.5 

           102.1–103.1    102.5–103.5       103.6–104.6 

           103.2–104    103.6–104.6       104.7–105.6 

Comparison of temperatures in Centigrade by method 
Auxillary/Forehead (°C) Oral (°C) Rectal/Ear (°C) 

             36.9–37.4      37.5–37.7          38–38.3 

             37.5–38.4      37.8–38.5          38.4–39.1 

             38.5–38.9      38.6–39.1          39.2–39.7 

             39–39.5      39.2–39.7          39.8–40.3 

             39.6–40      39.8–40.3          40.4–40.9 
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Main Takeaways!

The “normal” body temperature can have a wide range, from 97°F (36.1°C) to 99°F (37.2°C).

A temperature over 100.4°F (38°C) most often means you have a fever caused by an infection 
or illness.

A forehead (temporal) scanner is usually 0.5°F (0.3°C) to 1°F (0.6°C) lower than an oral 
temperature. 

Body temperature normally changes throughout the day.


