
Vue 10.1” Capacitive Touch Display with HDMI Capture, USB
UM-1080CP-B

Product Specs
Display Size
10.1 inch

Resolution
1280 x 800

Brightness
350cd/m2

Contrast Ratio
800:1

Connections
USB 

Viewing Angle
85/85/85/85

Operating Temperature
-10 to 50c

Power Consumption
8W

Mount Pattern
VESA-75mm

Regulatory Certifications
FCC, CE, ROHS

Features:

• Multi-point capacitive touch screen
• HDMI capture
• Surface treatment: Hard coating (3H), anti-glare
• Utilizes DisplayLink™ for power and video over single USB connection. 
    No separate power supply needed
• Fully compatible with Windows, Linux, and Mac OS
• Capture Supported Resolutions: 1920 x 1080, 1280 x 720
• Capture Format: USB Video and Audio Class

Applications:

• Conference Rooms
• Control interface where HDMI capture is needed

Vue 10.1” Touch USB Monitor With HDMI Capture Built in
The Mimo Vue with HDMI capture is designed to be a perfect conference room control interface. It 
features a modern zero bezel design and a bright, high contrast, IPS screen.
The UM-1080CP-B allows your USB 3.0 connected computer to stream high quality HDMI® video, 
up to 1080p video at 60 frames per second. The capture device converts video and audio from your 
HDMI source device into standard UVC (USB Video Class) and UAC (USB Audio Class). The HDMI 
capture interface is integrated into the display and shares the USB connection to the host computer. 
This video data stream can be presented to other displays with video processing, sent over the 
internet to other online meeting participants, and many other options. 
It has an extremely sturdy build for commercial and corporate work, with cable management built 
into the sturdy base that ensures a stable touch screen on the table or desktop.
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