
Installation Instructions

APRILIA RSV4 and TUONO V4

TAIL TIDY

Product Reference - 7489

Kit Contents

1 x Main Tail Tidy A

1 x Licence Plate BracketB

1 x LED Licence Plate LightC

1 x M6 Flange NutD

1 x M6 - 30 Socket Button HeadE

1 x Reflector BracketF

1 x ReflectorG

1 x M6 Spacer (not needed for this model)H

2 x Plastic NutsJ

2 x Indicator Extension WiresK

6 x Pair Bullet ConnectorsL

5 x M6 - 20 Socket Button HeadsM

5 x Cable TiesN

2 x Plastic Screws I
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Caution

DO NOT DISCONNECT

Once released allow to float

to gain access to beneath
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Caution

Ensure bracket is in the

correct orientation or plate

light will colide with tail

light once assembled onto bike
C

A

B

D
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Caution

Ensure small cut out in indicator

casing is at the bottom

once installed
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Caution

Ensure licence plate light does

not colide with tail light when

bolt fully tightened

If this happens then bracket

'B' in stage 13 is probably

upside down

M
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MM

OEM PART
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L L
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Reverse Stages

3, 2, 1



Reflector Bracket Installation



Installation Instructions

After installation of your tail tidy ensure that the licence 

plate does not contact the rear tyre when 

suspension is fully compressed.

Ensure all electrics including indicators, tail light, brake light 

and licence plate light lights are working correctly 

before riding the motorcycle.

It is recommended that periodic inspections are made 

to ensure that all fixings are fully tightend. 


