
 

 

 

Kit contents 

 

1 x Bracket assembly (2 Pieces)   2 x M4 x 10 C’snk black screws 

1 x Red reflector    2 x Washers (clipped) 

1 x Reflector bracket    2 x Plastic screws and nuts 

1 x M6 Flange nut    2 x Male spade connectors  

1 x LED Light assy    4 x M6 Black washers 

2 x Small plain washers   4 x M6 x 35 Black B/H Screws 

6 x Cable ties   

 

 

Fitting Instructions 

 

1, Remove cap head screws from rear hanger inner panel. Lower the panel 

– indicators will hang loose, disconnect rear number plate light and take 

panel off. Disconnect indicators 

 

2. Undo the two remaining bolts in the upper hanger section and remove 

from bike. 

 

3. Inside the indicator stem, remove the cap head screw and take off the 

rubber mounting. 

 

4. Fit the indicators to the new tail tidy using the original cap head screws, 

placing  a ‘clipped’ washer and then a plain washer onto the screw first. 

The plain washer sits into the indicator whilst the ‘clipped’ washer 

locates it See Fig 1. 

 

5. Assemble number plate holder to main bracket using to M4 x 10 

countersunk screws. Fit led to tail tidy using 1 x  M6 flange nut.  

 

6. Cable tie the wires as neatly as possible within the milled out area in the 

upper face of the tail tidy. See Fig 2. 

 

7. Offer up the tail tidy, connect the wires and insulate the spade terminal 

connections. Where possible tuck the wires back up into the hole in the 

base of the bike. Fix unit into place, using the black screws and washers 

supplied. Take care not to trap any wires. 

 

8. Check operation of all lights, refit number plate.   

 

 

 
 

 
 

 

 
 

 

 

 

 

 

 

 

 

 

 
 

Please visit:  www.evotech-performance.com  
to view our full product range 

Fig 1. “Clipped” washer then 

a plain washer onto screw 1st. 

Fig 2. Cable tie the wires as 

neatly as possible within the 

milled out area in the upper 

face of the tail tidy. 


