
Fitting Instructions

1. Unlock seat and remove – Slide through 
seat strap and pull backwards.

2. Remove rear tail unit upper body panel. 3 
screws from the top and one each side. Lift 
off panel.

3. From beneath the original hanger, 
remove three screws from the plastic 
panel, pull down the panel and disconnect 
the indicators and rear light connections.

4. From above, in the under seat area, 
disconnect the seat lock cable. Undo the 
three Hexagon headed bolts holding the 
original hanger and carefully lower the 
original rear assembly (the rear light is 
loosely attached to the bracket and will 
probably come away with it – you may just 
need to manoeuvre it slightly).

Installation Instructions

APRILIA DORSODURO  
1200 TAIL TIDy

Fits years 2011-Onwards
Product Reference – 9139

Kit Contents

1 x Reflector
1 x Reflector Bracket
2 x Plastic Bolts + Nuts
2 x M4 x 12 black b/h screws
2 x Male & Female Bullet Connectors
2 x M6 x 16 black b/h screws
3 x “Top Hat” washers
3 x M6 x 60 cap head screws
3 x M6 Black s/s washers
6 x cable ties

Please visit:  

www.evotech-performance.com

to view our full product range
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5. Remove the indicators from the original 
hanger unit. The indicators need rotating 
180 degrees once the screw is removed to 
line up location tab.

6. Remove the seat lock including the cable 
from the original fender.

7. Assemble tail tidy refer to FIG 1 using  
2 x M6 x 16 screws and 2 x M4 x 12 
screws. Fit key lock pass the seat lock cable 
through the slotted hole

8. Fit the original indicators to the tail tidy 
bracket using the original bolt and nut - 
noting which side had the larger connector. 
R/H indicator requires the light to be 
stripped. Remove the lense and disconnect 
the wires. Pass the wires through the tail 
tidy and re-assemble the light.

9. Fit 3 top hat spacer into the top of the 
light.

10. Assemble the tail tidy to the bike 
ensuring the wires and lock cable have 
been correctly routed through the original 
light. Secure the tail tidy using  
3 x M6 x 60mm Cap head bolts.

11. Reassemble the lock and cable.

12. Cut the loom connector of the original 
tail light 100mm from the end.
Using the bullet connectors provided 
reconnect the light.

13. Refit rear panel and seat.

14. Test electrics.

Ensure to copy the wire

path as shown is this
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