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Specifications

Certifications EN 14225-2:2005

Upper Exterior Material ENVIRO Polyurethane Bi-Laminate

Lower Exterior Material HAZMAT Polyurethane Tri-Laminate

Interior Material Upper Nylon Tear Resistant Finish / Lower Polyurethane Gliding Surface Finish

Zipper Types YKK Polyurethane (PU) AQUASEAL®

Hood / Neck / Wrists Seals Polytex Hood & Neck Seal Combo / Polytex PRO Heavy Duty Manchette Wrist Seals

Foot Finishing Attached 7mm Neoprene Vulcanized Boots

Inflation Hose Length 84 cm / 33 inch

Features

• For moderately contaminated water diving, easy to 
clean and decontaminate

• ENVIRO Bi-Laminate top for superior mobility and flexibility

• HAZMAT Multi-Laminate bottom for superior abrasion 
resistance

• Exterior tape welded seams

• Seal Lock Technology (SLT) system fitted as standard

• SLT neck ring fitted as standard 

• SLT user replaceable Hood / Neck Seal combo

• Round SLT wrist rings with HD replaceable wrist seals

• Attached Vulcanized 7mm Neoprene Comfort boots 
fitted as standard 

• Internal hood liner, adjustable suspenders, LP inflator 
hose, HAZMAT patch kit and drysuit bag included

The innovative ENVIRO HYBRID FRONT ENTRY drysuit 
greatly benefits from adding a front YKK Polyurethane zipper 
increasing its upper body mobility movement and comfort. 
Keeping the same construction as the established back 
entry version combining the technologies of the HAZMAT 
and the ENVIRO into one. The HAZMAT’s outstanding 
durability covers the complete bottom of the drysuit from 
the waist seam down and the lightweight mobility of the 
ENVIRO material completes the top of the drysuit.

ENVIRO Bi-Laminate Material

• Tear and puncture resistant nylon inner

• Outer: fully sealed washable, chemical 
resistant polyurethane layer

• Smooth exterior seams

HAZMAT Multi-Laminate Material

• Inner: fully sealed washable, chemical 
resistant polyurethane

• Interior and exterior tape welded seams

• Tear and puncture resistant nylon core

• Outer: fully sealed washable, chemical 
resistant polyurethane
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ENVIRO HYBRID FRONT ENTRY

CPN PN Description Size Color NSN

DR1810602XS Enviro Hybrid FE 2XS Red

DR1810601XS Enviro Hybrid FE XS Red

DR1810601S Enviro Hybrid FE S Red

DR1810601SK Enviro Hybrid FE SK Red

DR1810601M Enviro Hybrid FE M Red

DR1810601MK Enviro Hybrid FE MK Red

DR1810601MT Enviro Hybrid FE MT Red

DR1810601L Enviro Hybrid FE L Red

DR1810601LT Enviro Hybrid FE LT Red

DR1810601LK Enviro Hybrid FE LK Red

DR1810601XL Enviro Hybrid FE XL Red

DR1810601XLK Enviro Hybrid FE XLK Red

DR18106012XL Enviro Hybrid FE 2XL Red

DR18106013XL Enviro Hybrid FE 3XL Red

DR18106014XL Enviro Hybrid FE 4XL Red

DR911306 622519S SLT Polytex Hood/Neck Seal Combo S Black

DR911307 622519M SLT Polytex Hood/Neck Seal Combo M Black

DR911308 622519L SLT Polytex Hood/Neck Seal Combo L Black

DR911309 622519XL SLT Polytex Hood/Neck Seal Combo XL Black

DR911144 62137 SLT Polytex Neck Seal Standard OSFA Black

DR911343 62136 SLT Polytex Pro Heavy Duty Wrist Seals OSFA Black

DR911151 62145 SLT Polytex Wrist Seals Standard OSFA Black

DR911338 61800 Hazmat Patch Kit Red

TH9111121 Silicone Lubricant for YKK PU Zippers 

DR911303 Enviro Hybrid Drysuit User’s Manual

DR911400 611587 Fleece Liner OSFA for all Polytex Hoods Black

DR911317 AQ Port Plug w/Tool Holes & Back Plate Black

RG911166 62444 Back Plate & Front Port Plug Tool Yellow

DR911169 SLT Neck Lock Ring Yellow 5340 20 0102200

DR911407 62466 AQ CWD Inflator Valve with On/Off & Back Plate Red

DR911408 62465 AQ CWD Double Exhaust Valve with Back Plate Red

RH112127 61896 33 inch - 84cm LP Hose  Standard Supplied

RH112179 47 inch - 120cm LP Hose


