
Ideal choice dive computer.  Compact, full color and offering 
gas switching between up to three mixes.

i330R DIVE COMPUTER
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Specifications

Operating Temp (in water) -2.2°C to 35°C / 28°F to 95°F

Maximum Depth 100 m / 330 ft

Altitude Range Sea level to 4,270 m / 14,000 ft

FO2 Set Point (fraction of oxygen) 21 - 100%

Dive Log Stores 24 most recent dives

Battery Indicator Green (battery good), yellow (low  battery warning), red (low battery alarm)

Battery Rechargeable lithium

CPN PN Description Size Color NSN

NS159000 i330R Dive Computer Black

NS159001 I330R 2 -Gauge PSI Black

NS159002 i300C 330R 2 -Gauge BAR Black

NS159005 Hose mount

TH175001 Retractor

Features

• 4 operating modes: Air, Nitrox, Gauge and Free Dive

• Ultra-Bright color display readable in all conditions

• Intuitive 2-button navigation allows easy settings 
preview and updates

• Display last dive parameters from a single button (max 
depth and bottom time)

• Adjust display brightness setting to extend battery life

• Dive log mode

• Rechargeable battery

• Battery life indicator

• NATO strap for added security

• Bluetooth data transfer to computer or mobile device 
using the DiverLog+ app


