
MDF Column/Post Wrap – installation instructions – ENG 

Materials Required    Tools Required 

Home Builder Square Column (in box)  Brad Nailer (best) or Hammer 

L-Brackets and Screws (in box)   Bar Clamps or Quick Grip 

Cap & Base set (in box)    Level 

Sandpaper  (220 grit is best)   Random Orbit Sander (optional) 

18 gauge nails     Drill 

1/8” wood drill bit    Hand or Miter Saw 

Wood Filler 

Latex Caulking 

Carpenter’s Glue 

Instructions 

1) Measure the height of where you want to install the column/post wrap and subtract ¼” and cut 
to this calculated length.  Measure twice – cut once! Check to ensure the 4 uprights/pieces fit 
properly in the desired location prior to step 2 

2)  Apply a bead of carpenter’s glue along both mitred corners on 2 of the 4 uprights/pieces 
3) Immediately after applying glue, assemble the uprights/pieces in order of glued-unglued, glued-

unglued to form the square column.  Do so around the object you wish to cover.  If using the 
post simply for decoration, it’s easiest to do this on a flat surface.   

4)  Once assembled and glued, quickly clamp the 4 sides together using bar clamps or quick grips, 
(clamping both opposite sides at the same time and location).  For best results, use 2 clamps 
(opposite sides) at the top and 2 clamps (opposite sides) at the bottom. 

5) Once the glue has dried, remove the clamps and apply the supplied L-brackets,  (2 at the top 
(opposite sides) and 2 at the bottom (opposite sides)  – where applicable. Ensure the column is 
plumb using a level for best results.  If you are fastening to a concrete floor, you must use 
concrete screws (not supplied).  Push the proved L-bracket flat against the column and tight to 
the roof/floor.  Using the provided 1.1/2” wood screws into the floor and ceiling.  Pre-drill the 
pilot holes into the MDF column now that the brackets are bracing column using a 1/8” wood 
drill bit.  After pilot holes have been predrilled in all 4 L-bracket locations fasten the L-brackets 
to the column using the provided 5/8” wood screws. 

6) Once the column has been set level, fastened to the floor and ceiling, and glue has dried you can 
install the provided cap & base sets.  Apply a bead of glue to the back side of the mouldings and 
on the mitre corners and install in place.  For best results use glue and 18 gauge brad nails. 

7) You’re almost done!  Fill any gaps, nail holes, etc with wood filler, caulk any gaps in the cap & 
base sets, and lightly sand all corners and any imperfections from the installation process. 

8) Apply one coat of primer and once dry lightly re-sand.  Apply 2 coats of paint and you’re done!  
For best results, consult the paint department at the Home Hardware you purchased this 
column from for the best Beauti-Tone solutions they offer! 


