
LED UFO High Bay Light Installation - Premium & Supreme Model 

To avoid the risk of fire, explosion, or electric shock, this product should be installed, inspected, and maintained by a  
qualified electrician only, in accordance with all applicable electrical codes.

Safety Instructions
• Be certain electrical power is OFF before and during installation and maintenance.
• Make sure the supply voltage is the same as the rated luminaire voltage.
• Changes of the design and modifications to the LED luminaire are not permitted.
• Observe the national electrical safety rules and regulations during installation.

Option 2: Ceiling Mounted 

• DC12V+ (Black/White)
• 12V- or Dim- (Pink)
• Dim+ (Purple)

AC Input
• Live (Brown)
• Neutral (Blue)
• Earth Wire (Green/Yellow)

1-10V Dim or Smart Module 

Terminal Box

Roof/Wall

1. Mount the bracket 
onto the ceiling.

2. Attach the light to the mounting bracket. 3. Wire the light into 
mains/switch.

1. Install your hook to 
the desired place. 2. Screw the light hook onto unit if not 

pre-attached. Hook the light onto the chain.

CCT & Power Setting
Simply select the required 
light output and power using 
the CCT & power switch.

3. Wire the light into 
mains/switch.

Wiring

Option 1: Hook Mounted (Ceiling hook and chain are not included)

Supreme Model

G.W.S. LED, 53 Summer Lane, B19 3THMADE IN CHINAIP65
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Sensor Remote Control

Smart Modules Installation 

1. Open the cover. 2. Install the smart sensor.
Zigbee, DALI, Bluetooth, 
Microwave. 

3. Wire the cable.

Initialisation
1) On/Off Function/3-Step Dimming Function:
After power on, the sensor automatically turns on light at 100% brightness. After 10sec, it turns off the light. During the 
initialisation, the sensor is not able to detect movement.

2) 2-Step Dimming Function:
After power on, the sensor automatically turns on light at 100% brightness. After 10sec, it dims the light to a low light level 
(set by stand-by dim level). During the initialisation, the sensor is not able to detect movement.

G.W.S. LED, 53 Summer Lane, B19 3THMADE IN CHINAIP65


