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Link-Ci is a versatile USB-C Male to Lightning Female Adapter designed to broaden your connectivi-
ty horizons. With support for 27W Power Delivery, experience swift and efficient charging for com-
patible devices. Transfer data at a rate of 480Mbps, ensuring speedy and reliable file exchanges. 
The durable aluminum and zinc alloy construction not only enhances longevity but also adds a 
touch of style to this adapter. Compact and portable, Link-Ci is your convenient companion for 
seamless device connectivity on the go.

Features

Versatile Connectivity 
Enabling the connection of USB-C devices to Light-
ning accessories, Link-Ci expands your compatibili-
ty and functionality.

27W Power Delivery
Link-Ci supports 27W Power Delivery, ensuring fast 
and efficient charging for compatible devices. 

480Mbps Data Transfer
Offers a data transfer rate of 480Mbps, facilitating 
quick and reliable file transfers between connected 
devices.

Durable Construction
Crafted with a combination of aluminum and zinc 
alloy it enhances this adapter's longevity and pro-
vides a modern aesthetic.

Compact and Portable
Link-Ci features a compact design for easy porta-
bility, allowing users to carry it conveniently wherev-
er they go.
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Specifications
• Total Current: 20V/3A
• Data Transfer Speed: 480Mbps
• Total Wattage Output: 60W Power       
Delivery

Packaging Content
• Link-Ci

Certification


