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Packaging Content:
Keyboard, Mouse, Userguide

Certifications:

Keyboard

Mouse

Specifications

Combo-CM5 is the ideal combination of a slim keyboard and 
ambidextrous mouse, to boost your productivity and enhance 
your work-life. Featuring a palm rest, this keyboard fuels your 
productivity while providing you with superior comfort. The 
keyboard is super-slim and doesn’t overcrowd your work desk. 
Track through the screen with precision using the high-grade 
mouse with adjustable DPI controls up to 2400 DPI. The 
ergonomic design of both the keyboard and mouse, doesn’t 
cause fatigue even after long-time usage.

Boost Productivity
Combo-CM5 combines an ergonomic, wired 
keyboard and an ambidextrous mouse that 
boosts productivity and enhances your desk

Plug the keyboard into the USB port of your 
system, and you are ready to go

Plug & Play

Type comfortably, quickly, and accurately on this 
ergonomically designed, wired keyboard with 
palm rest

Ergonomic Design with Palm Rest

This keyboard is a sleek addition to your work-
space. It is ultra-slim without sacrificing comfort 
or productivity

Super-Slim Keyboard

The ambidextrous mouse provides accurate, 
smooth cursor control and effortless scrolling

Ambidextrous Mouse

Combo-CM5

Operating Voltage: 4.5V~5.5V
Operating Current: 100 mA @ 5.0 V
Cable Length: 1.5m

Operating Voltage: 4.5V~5.5V
Operating Current: 100 mA @ 5.0 V
Sensor Resolution: 800/1200/1600/2400 DPI
Cable Length: 1.5m
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Track through the screen with drop-dead accura-
cy using the high-grade, ambidextrous mouse 
with adjustable DPI control up to 2400 DPI

Track with Precision

Compatibility
WindowsMac OS
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