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DOC#: DU-BURNER-2020

Duo Series BURNER
SERIES: IERO CASA RESIDENTIAL GAS BURNERSF

POWERFUL SINGLE FLAME GAS BURNER
Atmospheric gas burner for residential brick oven use

 • Mimics the ame and power of wood re

 • No electricity needed to operate

 • Convenient and quick to start

 • Rated for interior and exterior use

 • Consistent—same results every time

 • Designed and manufactured in Italy

GAS TYPE:    LPG     NATURAL GASo o 

• Choose appropriate gas type before ordering gas oven

  Inlet Pressure Max Output Gas Consumption

  11 - 27.4 inH20 54,626 BTU 3.1 - 6.2 lb/hr (min - max)

LPG / PROPANE

1/2” Gas Connection  

  Inlet Pressure Max Output Gas Consumption

  5.4 - 13.5 inH20 52,445 BTU 0.35 - 0.95 cfm (min - max)

NATURAL GAS

1/2” Gas Connection  

BURN GAS & WOOD

ALONE OR SIMULTANEOUSLY

NO ELECTRICITY

OPERATE WITH GAS ONLY

UP TO 850ºF

OVEN TEMP WITH GAS ONLY

20 lb tank ≈ 3.2 hours of max BTU burn time

40 lb tank ≈ 6.5 hours of max BTU burn time

Push-button start

Manual gas burner dial to 

control BTU output

4 mounting holes

Burner Control Panel

For use with iero Casa Duo size ovens only.F

Must provide adequate air space below the oven to 

provide fresh air intake for the gas burner - do not block 

the provided air space.

Must order burner for use with LPG/propane or 

natural gas. 

A special gas type conversion kit is available for 

purchase, which the user can install at a later date to 

convert their burner from one gas type to the other.

Free Hand


