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INSTALLATION OVER A 
HARD SURFACE

1. Make sure that the surface is free of any dust 
or debris. A leaf blower can be used to simplify 
this task. (This is the last time for a long time that 
you will have access to this surface so a pressure 
cleaning is recommended! You can even use 
Uricide to remove any previous pet or unpleasant 
odors.)

2. Make sure that the surface is leveled and 
without imperfections because the drain tile 
design helps mask up small ground 
imperfections, however for bigger imperfections it 
may be necessary to make repairs to accomplish 
a smooth surface or the final product might reflect 
it.

3. Install a Poly board as nailer board all around 
the perimeter. You can secure the poly board to 
the ground by either gluing it (if the surface can 
not be penetrated like a roof membrane) or by 
screwing it to the ground.
*The 1 inch poly board may be too thick against 
the drain tile but a half an inch Poly board can be 
special ordered from Diamond for these projects. 
*Leave a gap to allow drainage where ever the 
water normally drains. View image 2 for reference

4. Begin placing the tiles next to each other while 
accomplishing a straight line. You can do this by 
starting along side the poly board or another 
straight line reference like a wall. Interlock one 
tile to the other using the male and female 
interlocking system that the drain tiles have. 
Make sure to lock them in properly to avoid any 
future problems. You can use a rubber mallet, 
your hands, your foot or a weighted roller to 
achieve the interlocking clicking sound. Do this 
until the desired area is completely filled inside of 
the poly board.

5. Secure the drain tile to the floor by using 
screws with washers throughout the perimeter. If 
the surface can not be penetrated like a roof 
membrane then the drain tiles will be left as a 
floating surface.

6. Lay the artificial grass on top of the drain tile 
and and secure it with a staple gun, nails or 
screws all around the poly board in the perimeter. 
Start stapling on one side and stretch the turf to 
the other side and hold that stretch by stapling 
the turf into the poly board. Once the turf is 
completed fastened, cut any excess turf.

7. Applying not only the correct infill but the 
correct amount of infill is extremely important 
because your turf is only held in the perimeter. 
This infill will give it a big amount of weight that 
will hold it in place long term.
Once infill is applied, use a power broom to fluff 
up the grass allowing the sand to fall into place.

8. Create a custom Maintnance plan for your 
project to come in maybe once a month and 
clean it throughly so the hard surface underneath 
the turf doesn't catch bad odors, mold or mildew. 
Uricide is a great product for this Maintnance 
plan.



For any additional 
information please contact 
the sales rep in your area.


