
Brushed Silver Door Sill Protector Decal Inserts Installation 
 
Thank you for your order.  
 

Please read the installation instruction completely before applying your vinyl decals.  
 

This installation should take about 30 minutes. Here is what you will need: 
 

Denatured or Isopropyl alcohol 
Masking Tape 
 

Proper cleaning and preparation of the surface prior to vinyl application is critical to the success of the decals. The following 
cleaning and surface preparation conditions must be followed immediately prior to application. Failure to adhere to these 
requirements can cause adhesion loss and therefore reduce the durability and performance of the decals. 
 

1. Position your truck in a well-lit area away from direct sunlight. The optimum temperature range for vinyl adhesion is 
60 to 80 degrees F. 

2. Clean the door sill protector letters with denatured or isopropyl alcohol to remove any dirt or oil that may exist.  
 

Apply one decal at a time and be patient! We include one extra “practice” decal letter (T) to familiarize yourself with the 
application process. 
 

1. Remove the decals by attaching a small square of masking tape to the top edge of the corresponding vinyl decal 
letter and gently pull up to separate the vinyl from the paper backing.  

2. Carefully lay the vinyl letter onto the outlined letter on the door sill protector, aligning the bottom edge of the decal 
with the bottom edge of the corresponding letter on the door sill protector. Do not press down on the decal until 
you are satisfied with the position of it over the letter. Use the masking tape to lift and reposition the decal as 
needed. 

3. When you are satisfied with the position of the decal press the entire decal down. The decal will quickly adhere to 
the door sill protector. 

4. While holding down the decal slowly peel off the masking tape. 
5. Firmly press down on the decal to ensure it is properly adhered to the surface of the door sill protector. 
6. Repeat these steps for the remaining letters. 
7. Apply the Toyota logo using the same steps. 

 

Please don’t hesitate to contact us if you have any issues removing the decals from the paper or installing them on your 
truck. Thank you! 
 

Rich 
Support@TVDVinylDecals.com 


