
TACOMA BADGE REPLACEMENT DECAL INSTALLATION 
 

Thank you for your order. Please read the installation instruction completely before applying your vinyl decals. 
 

These decals are designed to replace the factory badges of your truck. Please refer to the many online resources 
that explain the debadging process. Prior to debadging it is recommended to place masking tape along the bottom 
and right edges of the badges so that the decals can be properly aligned in the exact location of the removed 
badges. If the badged have already been removed you should use masking tape as a guide to the desired 
horizontal and vertical placement on your truck. Refer to the diagram on the next page for the factory position of 
the door emblems. 
 

Proper cleaning and preparation of the surface prior to vinyl application is critical to the success of the decals. The 
following cleaning and surface preparation conditions must be followed immediately prior to application. Failure to 
adhere to these requirements can cause adhesion loss and therefore reduce the durability and performance of the 
decals. Use denatured or isopropyl alcohol (rubbing alcohol) to clean the application area. 
 

If you wish to remove the mountain graphic from the decal simply cut them off prior to the installation instructions 
below. 
 

These decals use transfer tape to remove the vinyl from the backing paper. Prior to peeling the transfer tape from 
the paper check for areas on the vinyl that look cloudy or lighter in color. This indicates that the transfer tape may 
have not completely adhered to the vinyl. Simply use a little pressure with your finger to press the transfer tape 
back onto the vinyl. 
 

Slowly peel the transfer tape from the backing paper, ensuring that each vinyl letter separates from the paper with 
the transfer tape.  
 

Align the decal with the vertical edge of the masking tape and slowly lay it down on the surface of the truck from 
right to left, aligning it with the horizontal strip of masking tape. 
 

Run the edge of a credit card or other plastic edge across the surface of the transfer tape to adhere it to the truck. 
You can also slide your fingers across the transfer tape to press it on. 
 

Slowly peel the transfer tape away at a 180 degree angle, ensuring that the vinyl does not lift up with the transfer 
tape. 
 

Use your fingers to press down on the edges of the decals to ensure they have adhered properly. 
 

Remove the masking tape and enjoy the new look of your truck! 
 

Please allow 24 hours for the vinyl decals to completely adhere to vehicle. Do not get the vinyl decals wet during 
this time. 
 

Please don’t hesitate to contact us if you have any issues removing the decals from the paper or installing them on 
your truck. 
 

Thank you! 
 
Rich 
Support@TVDvinyldecals.com 
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