
Door Sill Protector Letter Inserts Installation 
 
Thank you for your order.  
 

Please read the installation instruction completely before applying your vinyl decals. 
 

This installation should take about 30 minutes. Here is what you will need: 
 

Denatured or Isopropyl alcohol 
Small bowl 
Water 
Dish soap 
Masking Tape 
Soft towel 
Small Flathead Screwdriver 
 

Proper cleaning and preparation of the surface prior to vinyl application is critical to the success of the decals. The following 
cleaning and surface preparation conditions must be followed immediately prior to application. Failure to adhere to these 
requirements can cause adhesion loss and therefore reduce the durability and performance of the decals. 
 

1. Position your truck in a well-lit area away from direct sunlight. The optimum temperature range for vinyl adhesion is 
60 to 80 degrees F. 

2. Clean the door sill protector letters with denatured or isopropyl alcohol to remove any dirt or oil that may exist.  
 

To ensure proper alignment within the outlined letters on the door sill protectors, we recommend the “wet” application 
method. Apply one decal at a time and be patient! We include one extra “practice” decal letter (T) to familiarize you with the 
application process. 
 

1. Make a soap solution by adding 5-6 drops of dish soap to a small bowl of water. 
2. Please DO NOT get the backing paper wet or attempt to peel the decals like conventional stickers. Doing so may 

damage the decals and prevent them from cleanly separating from the paper.  Remove the decals by attaching a 
small square of masking tape to the top edge of the corresponding vinyl decal letter and gently pull up to separate 
the vinyl from the paper backing.  

3. While holding the masking tape, dip the decal into the bowl of soap solution. 
4. With wet fingers slowly remove the masking tape from the decal. 
5. Carefully lay the vinyl letter onto the outlined letter on the door sill protector, aligning the bottom edge of the decal 

with the bottom edge of the respective letter on the door sill protector (DO NOT PRESS DOWN ON IT YET). Lightly 
blot around the letter with a soft towel to remove excess water. This will make the outline easier to see and make 
final adjustments to the position of the vinyl letter. The vinyl letters should fit completely inside the edges of the 
outlined letters on the door sill protectors. Use the edge of as small flathead screwdriver to adjust the position of 
the decal as needed.  

6. When you are satisfied with the position of the decal press the entire decal down to push out the soap solution from 
underneath it. The decal will quickly adhere to the door sill protector. 

7. Blot away any excess moisture and then slide your finger across the entire decal one last time to ensure it is firmly 
adhered to the door sill protector. 

8. Repeat these steps for the remaining letters. 
9. Repeat this final step on the remaining vinyl decals. 

 
 

Oval Decals Installation Instructions 
We are not licensed to sell the Toyota logo and we respect Toyota’s trademark. The optional oval decals can be applied to the 
face of the Toyota logo on the rear door sill protectors, if desired.  Due to the complex shape of the decal we found it easier 
to apply in three parts. These decals must be installed via the wet method using a solution of dish soap and water.  You will 
need the following items to complete the installation: 
 

1. Clean the surface of the logo with rubbing alcohol or mild soap and water.  

2. Add 5-6 drops of dish soap to a small bowl of water and mix well. 

3.  Dip your finger in the soap solution and paint the inner vertical oval on the logo, ensuring it is completely wet and 

the water sheets (not beads) over the logo. If the water beads add more dish soap. 

4. Apply a small piece of masking tape small oval and lift it up to separate the decal from the paper.  

5. Dip the small oval into the bowl of soap solution, including the tape. 

6. With wet fingers gently remove the masking tape from the decal. 



7. Apply the decal to the logo. The narrow end should be at the top of the logo. 

8. Position the decal so that it is perfectly centered over the logo. 

9. While holding it down with your finger, gently slide your finger over the decal to push out the soap solution from 

under the decal. Reposition the decal as needed. 

10. Gently dab the decal with the towel to remove excess moisture. 

11. Let the decal dry for about 20 minutes before applying the next oval. 

12. Before applying the horizontal inner oval ensure the vertical oval is completely dry and does not move. 

13. Dip your finger into the soap solution and paint the inner horizontal oval. 

14. Apply the horizontal inner oval just like the inner vertical. 

15. Allow 20 minutes for this decal to dry before applying the outer oval. 

16. Follow the same steps above to apply the outer oval.  

17. Please note that the outer edge of the outer oval may not adhere completely until the decal has completely dried. 

These can be pressed down and will adhere when the decal is dry. 

Allow 24 hours for the decals to fully dry. Do not get them wet during this time. If you need replacements just let us know! 
 
Rich 
Support@TVDvinyldecals.com 
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