
Tacoma Inner Vent Ring Kit (TOTA150) 

Thank you for your order. Please read the installation instruction completely before applying your vinyl decals so 

you understand the process.  This installation can be very challenging for some. Please don’t hesitate to contact us 

if you have any questions before you attempt the installation. 

This installation should take about 60-90 minutes. 

You will need the following: 

Small bowl 
Dish soap 
Water 
Masking tape 

 
Proper cleaning of the surface prior to vinyl application is critical to the success of the decals. The following 

cleaning and surface preparation conditions must be followed immediately prior to application. Failure to adhere 

to these requirements can cause adhesion loss and therefore reduce the durability and performance of the decals. 

1. Position your truck in a well-lit area away from direct sunlight. The optimum temperature range for vinyl 
adhesion is 60 to 80 degrees F. Never install them below 50 degrees. 

2. Clean each inner vent ring using a soft towel and rubbing alcohol. The rubbing alcohol will remove dirt, 
oils, and any protectant that has been applied to the dash that might prevent proper adhesion. 

 

Please note that the vinyl pieces of this kit are the exact same size as the trim pieces that they cover.  When 

applying them the decals should be aligned exactly with the outer edges of the inner trim without overlapping 

onto the surrounding chrome trim. The inner diameter is smaller than the opening so that the decal can cover the 

inside edge of the vent. 

 

1. Close all the vents. 
2. Make a soap solution by adding 8-10 drops of dish soap to a small bowl of water (don’t worry, you can’t 

use too much soap!). 
3. Wet your fingers with the soap solution. 
4. Apply a small piece of masking tape to the edge of the decal and slowly lift up, ensuring the decal lifts 

with the tape. 
5. Slowly peel the decal off the backing paper, using your wet fingers to gently work it free. 
6. Dip the decal into the bowl of soapy water while holding it by the masking tape. 
7. Dip your finger in the soap solution and ‘paint’ the inner vent ring with the soap solution. 

8. Remove the masking tape and align the decal with the outer edges of the inner vent ring. Don’t worry, it 
won’t be perfect at first. Just lay it down the best you can.  

9. Gently adjust the position of the decal so that it is centered on the inner ring and it is laying flat around 
the entire ring. If needed, you can remove the decal and redip it in the soap solution. 

10. To get the decal to lay flat, dry your fingers and slowly rub the decal outward until it is laying flat on the 
inner ring. This may take some time but it will move, just very slowly. 

11. When you are satisfied with the position of the decal wet your finger and gently run it around the vent 
ring. Do not press down on the overhanging part of the decal yet. 

12. Let the decal dry for about an hour. Apply the other vent ring decals during this time. 
13. After about an hour, return to the first decal and run your finger around it to ensure it is properly adhered 

to the vent ring. 
14. Open the vent and slowly run your finger around the inner, overhanging part of the decal to press it into 

the inner part of the vent. Don’t press it down all at once. Slowly apply more inward pressure with each 



pass to stretch the decal into the inner lip of the vent ring. You can rotate the vent with your finger as you 
press the decal down for better access to the inner edge of the vent ring. This will require several passes 
to get the decal to fully adhere to the vent ring. 

15. Repeat this process on the remaining vent rings. 
 
Enjoy the new look of your Tacoma’s interior! 
 

Please don’t hesitate to contact us if you have any questions about installing these decals on your truck.  

Thanks for your business! 

Rich 
Support@TVDvinyldecals.com 
 
 

 


