
START/STOP BUTTON RING and TRIM DECAL INSTALLATION 

Thank you for your order. Please read the installation instruction completely before applying your vinyl decals so 

you understand the process.  Please don’t hesitate to contact us if you have any questions before you attempt the 

installation. This installation should take about 15 minutes. 

Proper cleaning of the surface prior to vinyl application is critical to the success of the decals. The following 

cleaning and surface preparation conditions must be followed immediately prior to application. Failure to adhere 

to these requirements can cause adhesion loss and therefore reduce the durability and performance of the decals. 

1. Position your truck in a well-lit area away from direct sunlight. The optimum temperature range for vinyl 
adhesion is 60 to 80 degrees F. Never install them below 50 degrees or when temps are very high with 
high humidity. This can affect the application of the decals. 

2. Clean application area using a soft towel and rubbing alcohol. The rubbing alcohol will remove dirt, oils, 
and any protectant that might prevent proper adhesion. 

 

Start Button Ring: 
 

1. Peel the transfer tape from the backing paper, ensuring the decal separates with the transfer tape. 

2. Holding the corners of the transfer tape, position your hands at the 9 and 3 o’clock position relative to the 
start button.  

3. Align the exposed edge of the decal with the edge of the chrome ring and ensure that no chrome is visible 
around the edges of the start button ring. If the decal lightly touches the ring in the wrong position you 
should be able to remove it and reposition it. 

4. When you are satisfied with the position firmly press the top edge of the decal onto the chrome ring then 
grab the opposite side of the transfer tape and stretch it over the start button like you are making a drum. 

5. Run your finger around the ring to press the vinyl onto it, ensuring there are no wrinkles. 
6. Slowly peel away the transfer tape starting from the exposed edge of vinyl, ensuring the vinyl is adhered 

to the chrome ring and does not lift with the transfer tape. 
7. With the transfer tape removed, slide your finger around the vinyl again.  
8. Now slide your finger around the inside edge of the start button ring to press the vinyl down. Don’t press 

it completely down at once as this could result in wrinkles. Work on it slowly as you slide your finger 
around the ring, pressing it further down with each pass. 

9. Run your finger around the outside edge of the chrome ring to press down any overhanging bits of vinyl. 
 

 
Dash Trim Strip Decal 

1. Make a soap solution by adding several drops of dish soap to a bowl of water 
2. Apply a small piece masking tape to the end of the strip decal. 
3. Gently lift the tape to separate the decal from the paper. 
4. Dip the decal and masking tape into the soap solution. 
5. Gently remove the masking tape. 
6. Apply the wet decal to the trim strip above the climate control panel. The soap solution will allow you to 

lift and reposition the decal as needed. 
7. When you are satisfied with the position of the decal use a soft towel to press it down and remove the 

excess moisture. 
8. Repeat these steps for the second decal strip. 

 

Thanks for your business! 

Rich 
Support@TVDvinyldecals.com 

 


